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ABSTRACT
The emerging fields of cavity optomechanics explores the interaction be-
tween electromagnetic radiation and nano or micromechanical motion. The
variety of experimental systems and possible applications range from the
gravitational-wave interferometry with squeezed light to the experimental
demonstration of the quantum ground state of a mechanical resonator, from
ultrasensitive measurement of displacements, forces and accelerations, to
tests of fundamental questions in quantum physics.
Optomechanical interaction are mediated by radiation pressure or pho-
tothermal force. In our experiment we focused on the latter in the case of a
Fabry-Pérot hemiconfocal cavity, where the plain mirror of the cavity was a
polymer coated nanomembrane. Starting from the build up and configura-
tion of the whole apparatus, we have been studying the bolometric effects
for two different laser wavelengths, that is for two different absorption rates
of the polymer, as well as the transmission and reflection properties of the
membrane. Working in the high vacuum regime we moved on to the study
of the actual optomechanical phenomena: we have been able to observe cool-
ing effects on the first normal mode of the membrane and we have studied
the dynamics of nonlinear effects typical of a slow-fast systems.
SOMMAR IO
L’emergente campo dell’optomeccanica in cavità ottiche esplora l’intera-
zione tra la radiazione elettromagnetica e il moto meccanico a livello nano
o micrometrico. La varietà di esperimenti e possibili applicazioni spazia
dagli interferometri gravitazioni con squeezed light alla dimostrazione spe-
rimentale dello stato fondamentale quantistico di un risonatore meccanico,
da misure ultrasensibili di spostamenti, forze e accelerazioni alla verifica di
quesiti fondamentali in meccanica quantistica.
L’interazione optomeccanica può essere mediata dalla pressione di radia-
zione o dalla forza fototermica. Nel nostro esperimento ci siamo focalizzati
su quest’ultima nel caso di una cavità emiconfocale di Fabry-Pérot, dove
una membrana nanometrica con coating polimerico costituiva lo specchio
piano della cavità. A partire dalla realizzazione e configurazione dell’intero
apparato, abbiamo studiato gli effetti bolometrici per due laser con differen-
te lunghezza d’onda, corrispondenti a due differenti rate di assorbimento
del polimero, così come le proprietà di riflessione e trasmissione della mem-
brana. Lavorando in regime di alto vuoto, siamo quindi passati all’effettivo
studio dei fenomeni optomeccanici: siamo stati in grado di osservare ef-
fetti di cooling optomeccanico del modo fondamentale della membrana e
abbiamo studiato la dinamica non-lineare tipica di sistemi slow-fast.
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There are several different motivations that drive the rapidly grow-
ing interest into cavity optomechanics. On the one hand, there is
the highly sensitive optical detection of small forces, displacements,
masses, and accelerations. On the other hand, cavity quantum op-
tomechanics promises to manipulate and detect mechanical motion in
the quantum regime using light, creating nonclassical states of light
and mechanical motion. These tools form the basis for applications
in quantum information processing, where optomechanical devices
could serve as coherent light-matter interfaces, for example, to inter-
convert information stored in solid-state qubits into flying photonic
qubits. Another example is the ability to build hybrid quantum de-
vices that combine otherwise incompatible degrees of freedoms of
different physical systems. At the same time, it offers a route toward
fundamental tests of quantum mechanics in a hitherto inaccessible
parameter regime of size and mass.
Figure I gives an idea of the multitude of different optomechanical
systems currently being studied and of the extremely various mass
scale that can be found.
Figure I. Various optomechanical systems. Image from Aspelmeyer, Kippen-
berg, and Marquardt 2014.
XV
XVI introduction
an archetypal optomechanical cavity The overall idea behind
a typical optomechanical system in the case of an optical cavity, can
be described as a coupling between the state of light and a motional
degree of freedom in the cavity itself. This system, sketched in fig. II,
Figure II. Simple scheme of an opto-
mechanical system.
consists of a cavity that is
created between two mirrors,
where one is allowed to move.
If the mirror moves, the light
mode between the mirrors changes
and the light intensity changes
accordingly. This can in turn
couple to the motion of the mir-
ror. The idea is to take advan-
tage of the force established by
the light inside the cavity to con-
trol the vibration of the mov-
able mirror. Optimizing this cou-
pling and choosing the proper
parameters, a lot of different
interactions and effects can be
achieved and exploited: from optical bistability to dynamical back-
action, from induced transparency to strong coupling, from optome-
chanical cooling to entanglement engineering.
some history Starting from pioneering experiments in the late
’60s, which investigated the ability of radiation pressure to provide
cooling for larger objects using a microwave cavity (Braginsky and
Manukin 1967; Braginsky, Manukin, and Tikhonov 1970), and fol-
lowing in the early ’80s with the demonstration of optical bistabil-
ity effects of the radiation pressure force acting on a macroscopic
end-mirror (Dorsel et al. 1983; Gozzini et al. 1985), optomechanics
field slowly grew up. During the ’90s, several aspect of quantum
optomechanical systems started to be explored theoretically. These
include squeezing of light (Fabre et al. 1994; Mancini and Tombesi
1994), quantum non-demolition (QND) measurement (Jacobs et al.
1994; Pinard, Fabre, and Heidmann 1995) and feedback cooling by
radiation pressure (Mancini, Vitali, and Tombesi 1998). On the ex-
perimental side, this was first demonstrated in Cohadon, Heidmann,
and Pinard 1999 for the vibrational mode of a macroscopic end-mirror.
Since then, a lot of progress has been made both on design and fabri-
cation of cavity and movable mirrors, slightly approaching the funda-
mental ground state (see fig. III), until the demonstration of this im-
portant goal both in microwave (Teufel et al. 2011) and optical (Chan
et al. 2011) domain. Taken advantage of single-photon detection, the
possibility of measure single-phonon emission and absorption in a
silicon nanomechanical resonator (Cohen et al. 2015) has been also
recently demonstrated .
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Figure III. Main experiments which reached the fundamental ground state. Im-
age from Aspelmeyer, Kippenberg, and Marquardt 2014.
Radiation pressure force though is not the only force acting on this
kind of systems and not the only one that can be put to use. Pho-
tothermal force for example can be as much important and, depend-
ing on the proper configuration, they can compete with each other
or one can overcome the other. In a photothermal system, peculiarly,
the micro or nanomechanical mirror is not perfectly reflective, so it
absorbs the intracavity photons. The absorption process leads to exci-
tation of the atomic structure of the mirror, resulting in an increment
in the number of free electrons, which instead increases the temper-
ature of the mirror. In fact, these photons are mostly absorbed at
its surface, as skin depth of the mirror is typically very small com-
pared to the dimension of the mirror. The heat diffuses from the
surface into the mirror through a conduction process. Therefore, a
temperature gradient develops inside the mirror, which is a source
for elastic waves (called thermoelastic waves). In return, the elastic
waves modify the length of the optical cavity, leading to change of
the cavity resonance frequency. Therefore, the position of the mirror
reacts on the cavity field amplitude. Photothermal effects has been
studied and tested both theoretically (C. Metzger, Favero, et al. 2008;
Abdi and Bahrampour 2012; Abdi, Bahrampour, and Vitali 2012) and
experimentally (C. H. Metzger and Karrai 2004; C. Metzger, Ludwig,
et al. 2008). Another important result has recently been achieved in
the experiment of Usami et al. 2012, where cavity cooling of an opti-
cally active semiconductor (GaAs) nanomembrane was demonstrated.
In this experiment the thermal stress due to non-radiative relaxation
of the electron-hole pairs was the primary cause of the cooling effect,
resulting in an effective mode temperature cooled from room temper-
ature down to 4K, with a cavity finesse of just 10.
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Figure IV. Image of the Alq3 coating.
experimental goal The idea
of taking advantage of the pho-
tothermal force in a low finesse
optical cavity where the semi-
conductor membrane is replaced
by an organic polymer coated
one, is the basic concept be-
hind the experimental investi-
gation presented in this thesis.
Organic semiconductors differ
from inorganic ones for being lo-
calized on single or few contigu-
ous molecules, known as Frenkel excitons. Some of their properties
make them extremely interesting from an optomechanical point of
view: among these, their bounding energy of fractions of eV which
makes them stable at room temperature, their strong coupling with
phonons and the easy processing. The goal of our experiment was to
design, configure and study a cavity optomechanical system, where
the movable mirror consists of a silicon nitride (Si3N4) nanomem-
brane with an organic polymer coating (fig. IV). The silicon mem-
brane was a 1mm square with thickness of 50nm or 100nm, used
to make the system stable and handle it without damaging the ac-
tive part. The chosen organic semiconductor was the Alq3 (tris(8-
hydroxyquinolinato)aluminium) (fig. V), a material typically used for
OLED applications, with emission in the green (550nm) and absorp-
tion peak in the blue region (390nm).
Figure V. Alq3 organic molecule.
A silver coating layer was also
added in order to enhance the re-
flectivity and improve the cavity
finesse and the transmitted sig-
nal. The experiment has been
performed with two different
lasers, a 405nm blue laser in-
side the absorption band of the
semiconductor and a 780nm in-
frared laser in the transparency
region. That has been done in or-
der to determinate the effective
contribution of the creation/re-
combination of the excitons in
the membrane. The cavity con-
figuration was set up as an hemiconfocal one, a simpler configuration
with respect to the typical MIM (membrane in the middle) configu-
ration, which allowed us to avoid some complications in this first
experimental installation.
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applications Different reasons and future applications drive this
research field, but two among them raise particular interest today.
The first is the development of high-quality factor optical cavity, in
order to produce pure optical sensing of single molecule, to this day
only demonstrated by the Vahala group in Armani et al. 2007. The
second is the development of pure optical tactile sensor. Presently
most of such sensor are electronic (resistive or capacitive sensors), but
lately optical sensors are coming to light, based on optical fibers or
morphological alterations of microsystems, optically detected. Multi-
ple benefits come from the use of pure optical sensors with respect
to the electric ones: i) they are not sensitive to electromagnetic inter-
ferences; ii) the present very high resolution; iii) very low response
time and high sensibility; iv) they can be embedded in physiological
environments, such as liquid, polymer, ect. It must also be taken into
account that optomechanics prove that such systems can be used as
actuators, meaning that a change in electromagnetic field as conse-
quence of an external perturbation produces an amplification of the
mechanical response (parametric amplification verified for blue de-
tuning). One of the most important features of systems based on
optical cavity, is the ability to manufacture different types of cavities
in order to optimize the system response to specific external perturba-
tion, mimicking natural phenomena. The sense of touch for example
is the result of multiple different biological sensors, each one specific
to certain external stimulations: as a whole it can supply a wide range
of sensations, far away from what can actually be achieved in a lab.
my contribution In this thesis work I had the chance to face all
the aspects of the system, both theoretical and experimental. First
of all I took care of the lasers diode operation, which include self-
injection in an external cavity, lock-in stabilization on atomic refer-
ence (780nm) and the optimization of a master-slave configuration.
Then I moved on to the proper design and realization of the opti-
cal paths for the two lasers: the optimal mode-matching of an hemi-
confocal cavity for a given wavelength require a specific beam waist
dimension on the plain mirror, so a lot of work was dedicated to
the design and build up of the needed telescope to reach the goal,
trying at the same time to improve as much as possible the beams
shape, affected by astigmatism. A third optical path was then real-
ized for the probe laser, designed and calibrated in order to behave
as an optical lever (whose signal was measured with a split diode)
and to allow the revelation of the optomechanical signal. To properly
understand the cavity behaviour, a study of the reflection and trans-
mission properties of the membranes was then required: this was
carried out both theoretically, using the transfer-matrix method, and
experimentally, resulting in a complete parameters set for all the four
membranes I have been studying. Working in air I then moved on to
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Figure VI. Image of the experimental setup.
the optimization of the cavity parameters and alignment and to the
study of the cavity transmission signal, which includes the identifica-
tion of the proper optical modes (axial and transverse) and the cavity
resolution (finesse). At this level it was possible to identify a clear
optomechanical signal using the probe beam, that I used to try to re-
alize a tomographic reconstruction of the membrane deformation. In
order to eliminate air damping and thermal conduction, the system
was finally put under high vacuum regime, allowing me to measure,
identify and study multiple effect, such as optical bistability, optome-
chanical cooling and non-linear dynamics (self-oscillations), whose
theoretical and experimental analysis is here reported.
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The presentation will be divided as follows:
the first chapter introduces some basic notions about Gaussian
beams and optical cavities and the most common concept we
will find along the dissertation. Particular attention has been
given to the analysis of optical cavity modes and to the opti-
cal cavity stability conditions. A calculation of the intracavity
power for the system of our interest is also presented, both from
a macroscopic and a microscopic approach.
the second chapter presents both a theoretical and experimen-
tal study of the reflection and transmission properties of the
membrane, which form the heart of the experiment. Using the
transfer-matrix method, the behaviour of the different layers
which the membrane is made of has been analysed. Particular
attention has been given to the comparison between theoreti-
cal and experimental results, revealing the limit of our simple
model and the difficulties that need to be faced when working
with a nanomembrane. The analysis of one of the membrane
with a photospectrometer is also presented.
the third chapter concerns the optomechanical theory and described
some of the most important effect we have been studied, such
as optomechanical cooling, self-induced oscillations and bista-
bility. A detailed analysis of both the radiation pressure and
photothermal forces is illustrated, as well as a comparison be-
tween classical and quantum formulation. An interesting aspect
is the analysis of the differences of the optical forces when the
cavity is injected from the side of the membrane or that of the
fixed mirror.
the fourth chapter describes the experimental apparatus in all
its aspect, from the set up of the laser diodes to the realization
of the optical paths, from the mode-matching of the cavity to the
description of the different measurement techniques we adopt
to study the system.
the fifth chapter finally exhibits the main results that have been
achieved. We first analyse the optical properties of the cavity
and the different aspects of the transmission signal. Then we
focus on the study of the optomechanical signal and the mem-
brane deformations caused by the photothermal force. To con-
clude we present the optomechanical effects that we were able
to observe, such as the optomechanical cooling, the non-linear
dynamics and the optical bistability.

1 OPT ICAL CAV I TY
In this chapter we want to introduce some basic common notions
and tools that we will frequently make use of in the present work. We
start with the Gaussian beams propagation properties, which we will
use to write a simple Mathematica model for optical telescope that
allows us to design the optical path for the laser beams in our exper-
iment. We will then discuss the typical expression used to describe
axial and transverse resonant modes of an optical cavity and we will
report the equation for the intracavity and transmitted power.
1.1 gaussian beams
The knowledge of the special characteristics of the propagation of
laser beams through optical systems is one of the most important
aspects concerning the design and construction of an optical experi-
ment. The clear definition of their characteristic parameters has an
important impact on the success of the applications of laser sources:
here we will provide some basic hints about the characterization and
transformation of ideal Gaussian optical beams in free space.
1.1.1 Analytical expression
We first look in this section at the analytic expression for a lowest-
order Gaussian beam (see Siegman 1986; Alda 2003, p. 664). In the
following, we will assume that laser beams have transversal dimen-
sions small enough to consider them paraxial beams. We will also
take the amplitudes of the beams as scalar quantities: this means that
the polarization effects are not considered, and the beam is assumed
to be complete and homogeneously polarized. Let us assume a beam
characterized by a spot size w0 and a planar wavefront R0 = ∞ in
the transverse dimension, at a reference plane which for simplicity
we take to be z = 0. This plane will henceforth be known as the beam
































where k = 2pi/λ is the wave number and λ the laser wavelength.
q(z),w(z) and R(z) are respectively the complex radius of curvature,









Figure 1.1. Gaussian beam parameters
The complex radius of curvature
in free space obeys the propaga-
tion law
q(z) = q0 + z = z+ izR (1.1.3)





and zR is known as the Rayleigh range. As shown in fig. 1.1, the
width at z = zR is
√
2 larger than in the waist and the radius of
curvature shows its minimum value (the largest curvature) at z = zR.
The ζ parameter is known as the Guoy phase shift and it describes a
pi phase shift when the wavefront crosses the beam waist region. This
factor should be taken into account any time the exact knowledge of
the wavefront is needed for the involved applications. It is interesting
to observe that all the important parameters of the Gaussian beam




















Figure 1.2. Gaussian beam irradiance
In other words, once we specify the
absolute position of the waist, and
the wavelength λ in the medium,
the field pattern along the entire rest
of the beam is characterized entirely
by the single parameter w0 (or zR)
at the beam waist.
To conclude, the irradiance power
of the laser illustrated in fig. 1.2 is
given by the following expression:
I(x,y, z) = |u(x,y, z)|2 (1.1.8)
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1.1.2 Astigmatic Gaussian Beams
The case we have just discussed can be consider the easiest and
most rotationally symmetric for a Gaussian beam but is surely not
the most general one. For example, when a beam is transformed by a
cylindrical lens, the waist on the plane along the focal power changes,
and the other remains the same. This for example allows us to define
two perpendicular directions, changing the symmetry of our system
from circular to elliptical and making our beam astigmatic. This case
is known as orthogonal (or simple) astigmatic Gaussian beam and
can be decoupled into two independent 2D Gaussian beam, each one
evolving along one of two orthogonal planes. Typically, these beams
need some other parameters to characterize the astigmatism of the
laser, besides the parameters describing the Gaussian evolution along
the reference planes of the beam reference system. When the beam
reaches the waist in the same plane for the two orthogonal planes
defined within the beam reference system, we only need to provide
the ellipticity parameter of the irradiance pattern at a given plane
(ω0x and ω0y). In some other cases, both orthogonal planes describ-
ing a Gaussian evolution do not produce the waist at the same plane.
In this case, another parameter describing this translation is needed,
known as longitudinal astigmatism. Following Kochkina et al. 2013,



















where the definition for qx and qy is the same as before but inde-
pendent for each axis. Although the beam propagation is located
in two orthogonal planes, it could be possible that these planes do
not coincide with the orthogonal planes of the laboratory reference
system. So it is necessary to introduce another parameter, an angle
which takes account for the rotation of the beam reference system
with respect to the laboratory reference system.
(a) Orthogonal astigmatic. (b) Nonorthogonal astigmatic.
Figure 1.3. Astigmatic Gaussian beam. Image from Kochkina et al. 2013.
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Here, we no longer use the indices x and y for q-parameters, to em-
phasize that they do not correspond to the x and y axes any longer.
Note that the evolution of the beam along the two planes is described
independently. The locations of the intersection points for the Gaus-
sian widths correspond with the planes showing a circular irradiance
pattern. An interesting property of this type of beam is that the ellip-
ticity of the irradiance profile changes every time a circular irradiance
pattern is reached along the propagation, swapping the directions of
the long and the short semiaxes.
General astigmatic Gaussian beams were first described in (Arnaud
and Kogelnik 1969) by adding a complex nature to the rotation angle
that relates the intrinsic beam axis (beam reference system) with the
extrinsic (laboratory references system) coordinate system. One of the
most interesting properties of these beams is that the elliptic irradi-
ance pattern rotates along the propagation axis. In the case of the or-
thogonal astigmatism, the elliptic irradiance pattern does not change
the orientation of their semiaxes; it only swaps their role. However,
in the general astigmatic case, or nonorthogonal astigmatism, the ro-
tation is smooth and depends on the imaginary part of the rotation
















where r = (x,y) is a vector of transversal coordinate and Q is the
complex radius of curvature tensor for generalizes Gaussian beams:
Q(z) =















1 This expression holds by rotating the beam ellipse clockwise around the z axis by an
angle of θ with respect to the global coordinate system (x,y, z) of the laboratory. If
we rotated the coordinate system counterclockwise instead, the coefficient of the xy
term would have the opposite sign.
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A simple way of obtaining these types of beams is by using a pair
of cylindrical or toric2 lenses with their characteristic axes rotated
by an angle different from zero or 90◦. Although the input beam is
circular, the resulting beam will exhibit a nonorthogonal astigmatic
character. Of course it is possible to use the same technique in the
opposite way, as we will see in chapter 4 where the beam produced
by our slave infrared laser suffers for astigmatic problem. Using a
couple of cylindrical lenses we will try to correct these imperfections
and obtain a regular, circular symmetric Gaussian beam.
1.1.3 ABCD law and telescope model
In paraxial optics, the light is presented as ray trajectories that are
described, at a given meridional plane, by their height and their an-
gle with respect to the optical axis of the system. If we arrange this
parameters in a column vector, it is possible to relate the ray proper-
ties before and after an optical element using a 2× 2 matrix, usually
called ABCD matrix (or ray transfer matrix). Referring to fig. 1.4, the













Using the matrix relations, we can write, for example, for the radius





Typical values for the ray transfer matrix can be found in Kogelnik
and Li 1966; Born and Wolf 1999.
For a Gaussian beam, it is possible to define a radius of curvature
describing both the curvature of the wavefront and the transversal
size of the beam, and that is the complex radius of curvature define
in eq. (1.1.2).
Using this definition it is then possible to write the so-called ABCD





It is worth notice that is possible to define an invariant quantity that





2 A toric lens is a lens with different focal length in two orientations perpendicular to
each other.
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Figure 1.4. ABCD law for ray optics.
where θ0 is known as divergence and describes the spreading of the
beam when propagating towards infinity. We used this simple rela-
tions to elaborate a simple model3 with the software Mathematica (se
fig. 1.5), which allowed us to design the optical path for our lasers
and configure a telescopes system up to five lenses.














ω 1 = 33 μmω 2 = 760 μmω 3 = 98 μmω 4 = 380 μmω 5 = 79 μm
d 0 -1 = 40 mm
d 1- 2 = 600 mm
d 2 - 3 = 200 mm
d 3 - 4 = 450 mm
d 4 - 5 = 775 mm
d 5 -m = 168 mm
Figure 1.5. Simple model use to design the optical path.
The law can obviously be generalized to describe the system in a
3D frame. This is done by replacing each one of the elements of the
ABCD matrix by a 2× 2 matrix containing the characteristics of the
optical system along two orthogonal directions in a transversal plane.
The matrix then becomes an ABCD tensor in the form of:
P =

Axx Axy Bxx Bxy
Ayx Ayy Byx Byy
Cxx Cxy Dxx Dxy
Cyx Cyy Dyx Dyy
 (1.1.16)
3 The basic code we used to start can be found at the following link:
http://demonstrations.wolfram.com/GaussianBeamPropagationThroughTwoLenses/.
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Note that by symmetry consideration Axy = Ayx and the same for B,
C and D. Using the complex radius of curvature tensor we define in
eq. (1.1.11), we can finally write the ABCD law in the general case of





where A, B, C and D are the 2× 2 matrix in the ABCD tensor.
1.2 optical cavity mode
We recall here the basic aspect and common notation of optical
cavity, as needed to describe cavity optomechanical system. A full
discussion on this subject can be found on standard textbooks, such
as Siegman 1986; Born and Wolf 1999. Optical resonators can be
realized experimentally in a multitude of forms; here we will focus
only on the optical property and mathematical description of a cavity
that is pumped with a single monochromatic laser source.
1.2.1 Stability condition
We first consider the stability condition of a simple Fabry-Pérot
(or etalon) resonator, consisting of two highly reflective mirrors, with
radius of curvature R1 and R2, separated by a distance L.
Figure 1.6. Typical optical cavity configu-
ration.
It is worth noticing that only
certain ranges of values for R1,
R2, and L produce stable res-
onators, in which periodic refo-
cussing of the intracavity beam






the stability condition for an op-
tical cavity is given by the rela-
tion
0 6 g1g2 6 1. (1.2.2)
Different value of g parameters correspond to different type of optical
cavity (see fig. 1.6) and need to be chosen during the design process.
As we will see in section 4.1.3, in our experiment we chose g1 = 1
and g2 = 0.5, which correspond to an hemiconfocal configuration
(see fig. 1.7).
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We now want to stress one of the most important concept that need
to be faced when a single mode optical cavity is designed. Each cavity
has its own internal geometric mode, determined by the curvature of
the mirrors. The wave front of the mode of light illuminating the
cavity might have a different wave front than the internal mode. The
incoming wave can only fully interact with the cavity if the incoming
wave front and the internal wave front are matched. This is known
as the mode matched case. The mode matching requirement can be
expressed with the following equation system:
R(z1) = z1 + z
2
R/z1 = −R1
R(z2) = z2 + z
2
R/z2 = R2
L = z1 − z2
(1.2.3)
where R(z) is the radius of curvature of the Gaussian beam wavefront,
z1 ans z2 the positions of the cavity mirrors along the optical axis
and zR the Rayleigh range. We also assumed as positive the radius
of curvature of a Gaussian beam propagating in the right direction.
Furthermore we want to mention that the Rayleigh range expression,
eq. (1.1.4), can also be expressed in term of the g parameters as follow:
z2R =
g1g2(1− g1g2)
(g1 + g2 − 2g1g2)2
L2 (1.2.4)
We will use this equation together with eq. (1.1.5) to calculate the
dimensions of the laser beam waists that maximize the cavity mode-
matching.
Figure 1.7. Hemiconfocal cavity configuration. M1 and M2 are the mirrors of
the cavity; R1 and R2 their reflectivity. L = fM2 is the distance between the
mirrors. RM2 is the radius of curvature of the mirror M2.
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1.2.2 Axial mode
The resonant frequencies of an optical cavity are known as axial
mode, each of which corresponds to a steady wave between the two
mirrors.
Figure 1.8. Cavity axial mode.
The stationary condition is
given by 2L = qλ, were q is
an integer and λ the wavelength.
The axial mode can then be ex-






In the following chapters we will
almost always focus on a single
optical mode and we will denote
its frequency as ωcav. The sepa-
ration between two consecutive axial modes is called free spectral range
(FSR):




Both the finite mirror transparencies and the internal absorption or
scattering out of the cavity lead to a finite photon (intensity) decay
rate, that we will indicate as κ. This quantity can also be indicated as
∆ωcav, that is the FWHM (full width at half maximum) of the reso-
nance cavity peak. We are now able to define a very useful quantity
that we will often refer to in the following chapters. It is called op-
tical finesse, F, and gives the average number of round-trips before a





This parameter gives the enhancement of the circulating power over
the power that is coupled into the resonator. Alternatively we can
also introduce the quality factor of the optical resonator,
Qopt = ωcavτ (1.2.8)
where τ = κ−1 is the photon lifetime inside the cavity. Note that this
quantity will be defined and mostly used to characterize the mechan-
ical damping rate of the membrane in our system (see chapter 2).
1.2.3 Transverse mode
In previous section we limit our discussion to the lowest-order
Gaussian beam and cavity mode. In general we should also con-
sider higher-order mode and cavity transverse mode, which depend
10 optical cavity
Figure 1.9. Frequency spectrum of an hemispherical cavity.
on the variation over the cross-sectional planes perpendicular to the
laser axis. As far as laser beams are concerned, in our case we can
consider with a good approximation our laser to be single mode, as
we will see below. The cavity transfer mode instead cannot be ig-
nored, because the configuration of our optical cavity is particularly
subjective to such modes for slightly imperfect alignment.
Cavity transverse mode can be quite well mathematically described
using Hermite-Gauss modes; if we characterize such mode with the






























where Hn stand for the Hermite polynomial of grade n.
In the case of our interest, that of an hemispherical (or hemicon-
focal) cavity, as we will later describe, it is possible to calculate the










Recalling eq. (1.2.6) and looking at fig. 1.9 we can see that trans-
verse mode are equally spaced and the distance from each other is a








1.2 optical cavity mode 11
1.2.4 W mode
In the transmission signal of an optical cavity it is possible to iden-
tify other modes beyond the ones we have already described. Follow-
ing the dissertation in Chen et al. 2004, it is possible to prove that
a hemiconfocal cavity has a high degree of frequency degeneracy. In
other words it has been shown that configurations with a high degree
of frequency degeneracy allow closed geometric trajectories.
Let us focus on the trajectories (a) in fig. 1.10, known as mode
W. This path repeats itself after 8 rebound, that is 1 → 2 → 3 →
2 → 1. So we could think that its resonance condition is L = qλ/8.
However, for symmetry reason the path 2 → 1 → 2 → 3 → 2 can be
thought not as a single close pat, but as two different closed paths, so
that their periodicity is actually 4L and not 8L. This means that the
resonance condition in this case must be write L = qλ/4: a symmetry
degeneration actually change the resonance condition. This method
can be used as a simplified description of anomalous transmission
spectra and for example allowed us to explain the typical peak we
found in the middle of the free spectral range in our signal. This
peak is usually a symptom of a slightly incorrect mode matching of
the cavity (the dimension of the beam waist is too big or too small)
and can easily be explained as a W resonance.
Figure 1.10. Geometrical trajectories in a hemiconfocal cavity: (a) W mode, (b)
and (c) typical periodic orbits, (d) M mode. Image from Chen et al. 2004.
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1.3 intracavity and transmitted power - airyfunctions
The properties of an optical cavity mainly depend on the power
reflectivity, absorption and transmission of the mirrors which com-
pose the system. We discussed here the main expressions used to
calculate intracavity and transmitted power in the case of our inter-
est, outlined in fig. 1.11, and how this expression changes for a small
variation of the cavity length. The cavity is composed by the mirror 1
and the membrane M: the laser light may enter into the cavity either
from the mirror, in a configuration denoted as left (L), or may enter
from the membrane side, denoted as right configuration (R). We will
develop both the macroscopic and microscopic approach.
1.3.1 Intracavity power: macroscopic approach
The cavity fixed mirror is not absorbing, has power reflectivity R1
and transmission T1 = 1−R1. The absorptive membrane, on the other





with E0 the input electric field, Er and Et the reflected and transmit-
ted electric field amplitudes. The complex reflectivity is written as
rM = |rM|e
iφM , (1.3.2)
with φM the phase shift of the electric field. The power reflection and






(a) Left injection. (b) Right injection .
Figure 1.11. Cavity configuration with two possible injection.
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Within the above configuration the overall cavity reflection Rc and



















where φ = kL is the cavity phase, k = 2pi/λ = ω/c is the wave
number and L is the cavity length. This kind of formulas are usually
known as Airy functions. For a given input laser power P0 and a given
L or R configuration, the laser power impinging on the membrane
from both sides contains several components, defined in fig. 1.11 (a)















































The cavity length L modified by the membrane displacement ∆x is
L = L0 +∆x (1.3.11)
and we choose kL0 corresponding to a resonant value. Introducing
the detuning δω of the laser angular frequency ω from the cavity
resonance ωcav(eq. (1.2.6))
δω = ω−ωcav, (1.3.12)
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the cavity transit phase shift ∆ψ is given by





























1.3.2 Intracavity power: microscopic approach
A monochromatic coherent light field with frequency ω and am-
plitude αine−iωt drives the optical mode of the cavity containing
the membrane as a mirror. The amplitude αin is normalised in such
way that |αine−iωt + c.c.|2 is equal to the number of laser photons at
frequency ω reaching the membrane per unit time. Therefore for a






The field is nearly resonant with the cavity mode and the cavity phase
shift is given by eq. (1.3.14). The classical dynamical equation for
the intracavity field amplitude α is (Fabre et al. 1994; Mancini and












where κ is the cavity intensity decay rate, ∆ the cavity detuning and
γc the coupling rate, all expressed in s−1 units (note that [αin] =
s−1, while α is adimensional). The γc = κ maximum coupling is
realized when the coupling into the cavity and the power out take
place through a single mirror (Arcizet 2006). Therefore γc 6 κ.
The resonant angular frequency of the cavity in absence of mem-
brane motion is ωcav = npi cL0 . The membrane displacement ∆x pro-
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By introducing the laser detuning δω from the ∆x = 0 cavity reso-
nance, we write for ∆
∆ = δω− δωcav = δω+ g∆x. (1.3.20)
Setting the time derivative of eq. (1.3.17) equal to zero, one gets the





2 − i(δω+ g∆x)
αin. (1.3.21)
























)2 γcκ P0κ hω . (1.3.23)
















)2 γcκ P0κ hω . (1.3.25)
At resonance, δω = ∆x = 0, the maximum cavity photon number,















In the case of the κ = γc maximum coupling, the cavity photon num-





For a connection with the previous subsection containing the macro-
scopic approach, the intracavity power associated to the travelling


































































In this chapter we present and characterize the mechanical and
physical properties of the membrane of our system. Starting with the
analytical solution of the wave equation for a rectangular plate, we
then move on to the study of the transmission and reflection proper-
ties of the trilayer nanomembrane. Using the standard transfer-matrix
method for our theoretical model, we will compare our results with
the experimental values and find out some interesting behaviour as
well as some problems of our thin film.
2.1 mechanical properties
The case we are interested in is that of a square mesoscopic mem-
brane with a lateral dimension l = 1mm. The membrane is made
of three layers of different material: the substrate is a Silicon Nitrite
(Si3N4) commercial membrane, produced by Norcada, with a thick-
ness of 50nm or 100nm; the second layer is made of an organic poly-
mer (Alq3), 20nm thick; on the top we find a silver coating (Ag) 60nm
thick to enhance the reflectivity of the membrane. In the following
chapter, we will state the three different material (or layer) with the
index 1,2 and 3.
2.1.1 Analytical solution
To study the mechanical property of the system we consider a plane
silicon nitrite membrane, homogeneously stretched across a rectan-
gular aperture in a silicon substrate, with a tensile stress (tension per
unit area) T . The membrane has a density per unit volume ρ, with its
boundaries clamped. We will suppose that the Alq3 and Ag coatings
do not change the overall properties of the membrane, except for the
total mass. No information is available on the Web to support or dis-
pute this simplified modelling.
Figure 2.1. Simple scheme of the multilayer nanomembrane.
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The basic model for a rectangular plate can be derived by writing















T/ρ is the speed of sound in the medium. We now
assume a product solution of the form
z(x,y, t) = X(x)Y(y)T(t) (2.1.2)
and we substitute it in the wave equation. Dividing by XYT and
















whose solution exist only if both sides are equal to a constant value
k2. Starting with the right hand side of the equation, if we impose it
to be equal to a constant we obtain the harmonic solution
T(t) = α cosωt+β sinωt (2.1.4)
where the constant have been identified as the angular frequency.







































This allowed us to write the solution for x and y as
X = C coskxx+D sinkxx (2.1.7)
Y = E coskyy+ F sinkyy (2.1.8)
We now set the boundary conditions and limit our model to that of
a clamped rectangular membrane, setting to zero the displacement at
the boundary:
z(0,y, t) = z(x, 0, t) = 0 ⇒ C = E = 0 (2.1.9)
z(Lx,y, t) = z(x,Ly, t) = 0 ⇒ sinkxLx = sinkyLy = 0; (2.1.10)
here Lx and Ly are the dimension of the rectangular membrane.
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(a) (1, 1) mode (b) (1, 2) mode
(c) (2, 1) mode (d) (2, 2) mode
(e) (3, 2) mode (f) (3, 5) mode
Figure 2.2. The first 4 mechanical eigenmodes of a rectangular membrane and
some higher modes.
The last equation implies that Lxkx = mpi and Lyky = npi, wherem,n








Inserting this expression in the eq. (2.1.6), we are now able to identify













Note that this expression can be simplified in the case of a square
membrane of side l, as the one we are interested in. Using the expres-
sion for the speed of sound in the medium, we obtain the expression








Finally we can write the complete expression for the solution eq. (2.1.2)
as











where Amn and Bmn are constants depending on the initial condi-
tions. In fig. 2.2 are shown some examples of mechanical modes.
2.1.2 Si3N4 mechanical modes
Trying to calculate the eigenfrequencies for a real membrane could
be quite challenging because the actual value of the speed of sound
in the medium is strictly dependent on the intrinsic stress of the sam-
ple1; indeed for membranes of this thickness the bulk value is not
appropriate in most cases. The easiest solution is to try to identify
one of the modes and then use eq. (2.1.13) to find all the others.
In our experiment we were able to identify, as described in chap-
ter 4, the fundamental mode of the M3 membrane (see below) using
a lock-in amplifier: measuring a proper frequency of ≈ 78kHz and
with a volume density of ≈ 5.88g/cm3, we esteemed a tensile stress
of ≈ 73MPa. Using this values is then possible to calculate the eigen-
frequencies reported in table 2.1.
m
n 1 2 3 4 5
1 78.8 124.6 176.2 229.7 284.1
2 124.6 157.6 200.9 249.1 300.0
3 176.2 200.9 236.4 278.6 324.8
4 229.7 249.1 278.6 315.2 356.7
5 284.1 300.0 324.8 356.7 393.9
Table 2.1. Esteemed eigenfrequencies for the M3 membrane.
1 More information about the mechanical properties of a Si3N4 membrane
can be found on the site of the manufacturer: http://www.norcada.com/wp-
content/uploads/2013/10/Xray-Window-Specsheet.pdf
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2.2 transmission and reflection properties
We now illustrate the transfer-matrix method we used to calculate
the transmission and reflection coefficients of the membrane. The
most important parameters in this simple model are of course the
complex refractive indexes of the materials, that will be indicated as
n˜j, (j = 1, 2, 3) where
Complex Refractive
Index
n˜j = nj − iκj, (2.2.1)
The three materials are non-magnetic and for the air outside the mem-
brane we set n0 = 1.
Figure 2.3. Standard configuration of the
membrane inside the cavity.
In the standard configuration
of the membrane inside the cav-
ity, that is with the Si3N4 in-
side and Ag coating outside,
the laser radiation comes from
the left, therefore we will mark
this configuration as "left" and
its own reflection and transmis-
sion coefficients respectively as
RL, TL. The membrane has been
also investigated with the laser
incident on the other side on medium number 3; we will label this
configuration as "right" and its reflection and transmission coeffi-
cients as RR, TR.
The values of the refractive index we used in our analysis of the
three medium for the two wavelength of our interest, hence 780nm
and 405nm, are listed in Table 2.2, together with their own references.
In the following sections we will use for our calculation the most
recent silver refractive index values from Rakic et al. 1998, except in
the comparison with the TF-Calc software (see section 2.3), that uses
values from Heavens 1991.
780nm 405nm Ref.
Si3N4 (2.01 , 0) (2.07 , 0) Philipp 1973; Baak 1982
Alq3 (1.82 , 0.01) (1.92 , 0.13) A. Camposeo
Ag (0.08 , 5.05) (0.075 , 1.93) Schulz 1954; Heavens 1991
Ag (0.14 , 5.13) (0.173 , 2.01) Palik 1998
Ag (0.034 , 5.42) (0.05 , 2.16) Johnson and Christy 1972
Ag (0.18 , 4.85) (0.14 , 1.95) Rakic et al. 1998




The calculation of the reflectivity and transmission of a multilayer
thin film is based on the the boundary conditions requirement that
the tangential components of both the electric (E) and magnetic (H =
B/µ) fields be continuous across the boundaries.
Figure 2.4. Fields on the layer surface
(Image from Hecht 2002, p. 426).
The theory is standard in optics
books (Born and Wolf 1999; Hecht
2002) and we will remind only the
essential aspect. We start introduc-
ing a general method based on the
application of 2x2 matrix. In the
following subsection we will recall
some simple and basic formulas
useful to understand some of the
results obtained with this method.
Let us consider the case of a
monochromatic, linear polarized,
EM plain wave, which is incident
on a thin film2. Before and af-
ter the layer we find two medium,
usually indicated as the incident
medium and the substrate, whose
refractive index is given respectively by n0 and ns. Imposing the con-
tinuity of the tangential components of the electric and magnetic field
across the surface and supposing the former to be perpendicular to
the incident plan, we can write for the first surface of the layer:















where with n˜1 we have indicated the layer refractive index. For the
second surface we have:









EtIIns cos θtII (2.2.3)
It is worth to notice that each wave that can be found in the previous
formulas (EiI,EtI,E ′rII etc.) represents the resultant of all possible
waves travelling in that direction, at that point in the medium. If now
d is the thickness of the film we are studying, a wave that traverses
2 The film is defined as thin when full interference effects can be detected in the re-
flected or transmitted light. We describe such a case as coherent (Macleod 2010).
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the film once undergoes a shift in-phase of δ = (2pin1d cos θiII)/λ.
Then we can write:
EiII = EtIe




Once we substitute these formulas in the above equations and solve
the calculation, we found that the relationship between the fields on










M is called the characteristic matrix (Macleod 2010; Hecht 2002; Bass




cos δ iη1 sin δ
iη1 sin δ cos δ
)
, (2.2.6)





The generalization to a multilayer thin film can be obtained defin-
ing the M matrix as the product of multiple matrices, one for each
layer, starting with that of the layer in contact with the incident medium.
For a multilayer thin film made of Q layer we will have the following
expression:






It is now possible to obtain an expression for the reflection and trans-





η0m11 + η0ηsm12 −m21 − ηsm22







η0m11 + η0ηsm12 +m21 + ηsm22
, (2.2.9)
where η0 and ηs are defined for the incident medium and the sub-
strate.







Besides the absorptance A in the multilayer is connected with R and
T by the relationship
1 = R+ T +A (2.2.11)








We now consider some simple example to show how to implement
this method. We start with the case of normal incidence on the sepa-
ration surface between two medium (bulk case), both non absorbing,











If the second medium is absorbing, with refractive index n˜1 = n1−













Using eq. (2.2.6) is possible to obtain the formula for the case of nor-
mal incidence on the surface of a non-absorbing medium od thickness
d. Defined n0 and ns as above and being n1 the refractive index of






























This expression can be simplified if the medium is in the air, that is










2sin2δ+ 4n21 cos2 δ
(2.2.17)
Now we apply this formulas to study the behaviour of the differ-
ent medium that compose the membrane. The result of the incidence
of an electromagnetic wave on a Si3N4 layer in function of the thick-
ness is shown in fig. 2.5. The case of normal incidence on the surface
of an absorbing medium, of thickness d, can be found by replacing,
in the previous formulas, the real refractive index n1 with the corre-
spondent complex n˜1. The outcome for the reflectance, transmittance
and absorptance for the Alq3 and silverlayers are shown in figs. 2.6
and 2.7.
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(a) λ = 780nm. (b) λ = 405nm.
Figure 2.5. Reflectance (in red) and transmittance (in blue) of a Si3N4 layer in
function of the thickness.
(a) λ = 780nm. (b) λ = 405nm.
Figure 2.6. Reflectance (in red), transmittance (in blue) and absorptance (in
green) of an Alq3 layer in function of the thickness.
(a) λ = 780nm. (b) λ = 405nm.
Figure 2.7. Reflectance (in red), transmittance (in blue) and absorptance (in
green) of a silver layer in function of the thickness.




cos δ2 iη2 sin δ2




cos δ3 iη3 sin δ3




(a) R left incidence. (b) T left incidence.
(c) R right incidence. (d) T right incidence.
Figure 2.8. Reflectance adn transmittance of an Alq3 and silver bilayer, with
both thickness varying; λ = 780nm.
The reflectance and transmittance values for an Alq3 and silver
bilayer, in function of the thickness of both medium, can be found
in figs. 2.8 and 2.9. In this case, as well as for all multilayers, we
must also specify the incident side on the membrane: indeed, even
though the transmittance is the same in both cases (as extensively dis-
cussed in Potton 2004), the reflectance and absorptance can be rather
different. This sort of study allows us to decide which side of the
membrane should go inside the cavity: because we are interested in
studying photothermal effects, we will chose the polymer coating to
go in the inner part of the cavity so that to maximize the absorption
of the laser radiation.
To conclude, the characteristic matrix used to calculate the reflec-
tivity and trasmittivity properties of the membrane, made by three
layer of Si3N4, Alq3 and Ag, takes the following expression:
M =
(
cos δ1 iη1 sin δ1




cos δ2 iη2 sin δ2




cos δ3 iη3 sin δ3
iη3 sin δ3 cos δ3
)
(2.2.19)
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(a) R left incidence. (b) T left incidence.
(c) R right incidence. (d) T right incidence.
Figure 2.9. Reflectance adn transmittance of an Alq3 and silver bilayer, with
both thicknesses varying; λ = 405nm.
2.3 comparison of theory and software simulation
In order to test and validate our model, we compare the predic-
tion of the transfer-matrix method for the trilayer membrane with the
values calculated with the TF-Calc software, a common professional
tool used for the design and manufacture of optical thin film coat-
ings. The refractive index values in this case has been chosen equal
to that present in the software database.In table 2.3 is possible to find
the results for the two cases. The results are quite in a good agree-
ment, with a difference of the ≈ 0.2% for the infrared laser and of the
≈ 1− 2% for the blue laser.
780nm 405nm
R(%) T(%) R(%) T(%)
right 98.15 0.63 85.31 12.35
left 97.26 0.63 52.00 12.35
(a) Characteristic matrix.
780nm 405nm
R(%) T(%) R(%) T(%)
right 98.34 0.48 82.42 10.27
left 97.43 0.48 47.03 10.27
(b) TF-Calc.
Table 2.3. Theoretical reflectance and transmittance for the trilayer membrane.
28 membrane
2.4 comparison of theory and experiment
We start this section reporting in table 2.4 the most important pa-
rameters for the four membrane we have been working on. The M0
membrane is a naked Si3N4 layer we have been studying to under-
stand the properties on the plain membrane.The M1 is the first poly-
mer coated membrane we studied and that we mainly used to setup
the experiment, working mostly in air. The M2 and M3 membrane,
as we will see in chapter 4, were studied in the high vacuum regime,
allowing us to understand the behaviour of the polymer coating and
to examine different optomechanical and non-linear effect.
In table 2.5 it is possible to compare theoretical vales, calculated
with the transfer-matrix, with experimental result. Because the mem-
brane is part of an hemiconfocal cavity, in the table is also possi-
ble to observe both the theoretical and the experimental values of
the finesse: the former has been calculated using eq. (1.3.8), where
R1 = 99.7% is the reflectance of the fixed mirror and RM is that of the
membrane; the latter has been obtain from the transmission signal of
the cavity, as we will explain in chapter 4.
Before analysing each membrane on its own, we want to make
some important observations: this kind of measures are extremely
difficult and usually require specific instruments, such as spherical
Membrane
Window Size l× l 1× 1 mm
Frame Size lf × lf 7.5× 7.5 mm
Tensile Stress T < 250 Mpa
M0 Si3N4(100nm)
M1 Si3N4(100nm) −Alq3(20nm) −Ag(60nm)
M2 Si3N4(100nm) −Ag(60nm)




n˜ = n− ik
(n,k)
Silicon Nitrite (2.01, 0) (2.07, 0)
Silver (0.18, 4.85) (0.14, 1.95)
























Silicon Nitride 670÷ 1100
Silver 230
Alq3 −
Table 2.4. Membranes general parameters
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photodiode, that were not at our disposal. The values are very sensi-
ble to the alignment of the membrane, especially if we mount it with
the right side as the internal mirror of the cavity: in this case it is easy
for the laser beam to be cut by the frame of the membrane. To avoid
this problem we tried to maximize and constantly monitor the cavity
finesse, in order to keep the best possible alignment4. Unfortunately
this has not always been possible with the blue laser for the M0 and
M1 membrane, as a consequence of problems with the injection of
the laser. Considering all this aspect, we can expect in our measures
an error between 5% and 10%. We also want to notice that the same
side of the membrane has been mounted towards the external of the
cavity to measure its reflectance and transmittance properties and to-
wards the inside of the cavity to measure the finesse; that has been
done for practical reason. Furthermore the experimental values of the
finesse in the table refer to the left side of the membranes, that is the
one we are most interested in. More details on each membrane can
be found in appendix A.
Membrane Theo Exp
RR RL T F RR RL TR TL F
M0
780nm 0.363 0.363 0.637 6.1 0.405 0.39 0.575 0.565 6.5
405nm 0.003 0.003 0.997 (0.8) 0.018 0.023 0.885 0.852 −
M1
780nm 0.963 0.946 0.008 107.2 0.887 0.837 0.0342 0.0326 36
405nm 0.781 0.404 0.100 6.9 0.328 0.178 0.301 0.27 3
M2
780nm 0.958 0.917 0.013 70.4 0.953 0.858 0.021 0.024 65.7
405nm 0.817 0.808 0.066 29.0 0.584 0.269 0.193 0.219 4.3
M3
780nm 0.951 0.875 0.018 46.0 0.945 0.795 0.008 0.003 77
405nm 0.864 0.802 0.033 28.1 0.843 0.775 0.006 0.009 26
Table 2.5. Theoretical and experimental parameters of the four membranes.
Let us now analyse the values in table 2.5: for what concerns the
membrane M0, theory and experiment can be considered quite in a
good agreement, if we take into account our experimental error. The
membrane M1 present some larger differences, with the reflectance
of the blue laser even less than a half of what expected: this fact can
be explained considering that this membrane has been mainly used
to configure the proper parameters of the optical cavity, working in
air and with laser power that we found to be too high. Both an over-
all oxidation, a polymer degradation and a physical damage of the
silver coating can account for these numbers, also if we consider that
in an earlier stage we were able to measure a finesse around 70. The
membrane M2 shows a double behaviour: the infrared laser presents
a good agreement for both the reflectance and the finesse, only the
transmittance is a little higher; the blue laser instead is characterized
by a reflectance two or three times lower and a transmittance more
4 See section 4.2 for more details.
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Figure 2.10. Photospectrometer measure and theoretical calculation of the trans-
mittance of the M2 membrane. The blue dots are the experimental data.
The green dots are calculate with the transfer matrix method, using the
discreet values of the refractive indexes that are found in literature. To
calculate the red line we extract the values of the refractive indexes as a
function of the wavelength with a fit function, and the we use this function
inside the transfer-matrix method to calculate the transmittance.
than three time higher than what predicted by the theory. The M2
transmittance properties have also been analysed with a photospec-
trometer, as illustrated in fig. 2.10: the blue dots are the experimental
data; the green dots and the red line are theoretical calculations. Both
these measures show that for short wavelengths there is a big gap be-
tween theory and experiment: this can be caused by a damage or an
imperfection of the sample, but we can also suppose that the values
of the refractive index reported in table 2.2 may actually differ in the
case of thin films. We had not the possibility to analyse other samples
with the photospectrometer and so other tests are required to prove
our hypothesis.
2.5 reliability of the model
Considering the various aspect we have discussed above, we can
say that the transfer-matrix method can be very useful during the
design process and can describe quite well the overall behaviour of a
thin multilayer film, as confirm by the good agreement with the result
of the TF-Calc software. At the same time this model is quite basic, de-
scribing the behaviour of an ideal perfect flat membrane, without tak-
ing into account other effect such as oxidation, surface imperfection,
scattering and surface plasmon. Moreover it seems that the values of
the refractive index for a thin film maybe slightly different from that
of the bulk case, depending also on the growing process.
3 OPTOMECHAN ICS
In this chapter we want to give an overview of the basic optome-
chanical theory: we will start with a description of the two main
forces used in this kind of system. Then we will present the main
equation of an optomechanical system, from a classical and quantum
point of view. Finally we will illustrate some typical optomechanical
effect that we were also able to observe in our experiment.
3.1 optomechanical forces
In an optomechanical system various forces can arise, the most
common being radiation pressure force and bolometric force, but
there are many more, such as thermo-elastic effect, phonon-phonon
interaction, vicious damping and so on. Now we focus our attention
on the first and the second, showing how this forces are typically
described in literature.
3.1.1 Radiation pressure force
The laser radiation at frequency ω inside the cavity, described by
the energy density u and the laser intensity I may be written as a
function of the photon number density nph or as a function of the
electric field maximum amplitude E0:
u = nph hω = 0
E20
2




The radiation pressure force, denoted as Frad, is determined by the
2 hk change in momentum for the nph × cS photon reflected by the
surface membrane with area S
Frad = 2 hknphcS, (3.1.2)





P being the laser power.
The above result should be modified when several laser fields ar-
rive on the membrane, as in the configurations of fig. 3.1 (Meystre et
31
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(a) Left injection. (b) Right injection .
Figure 3.1. Cavity configuration with two possible injection.
al. 1985). The two configurations indeed produce different forces on
the membrane, to be denoted in the following as FL and FR. Therefore




(P1 + P2 − PT ) (3.1.4)




(P2 + P1 − P0 − PR). (3.1.5)
Taking into account eq. (1.3.15) describing the role of the cavity detun-










)2 P0c . (3.1.6)
For the cavity configurations of fig. 1.11 with reflections on thick bod-

















Notice that the above expression for cradL coincides with that reported
in M. Vogel et al. 2003, except that these authors have written the
forces as proportional to F2. The above coefficients are smaller than
1. For the parameters R1 = 0.35 and RM = 0.55 of the experiment by




An important result from this analysis is that the cradj coefficients
may be also negative, therefore the radiation pressure forces may pro-
duce an expansion or a compression of the cavity. We will denote as
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positive the radiation pressure forces originating a cavity expansion,
and negative those producing a cavity compression.
actual membrane parameters Because the membrane parame-
ters include the polymer absorption, we should write the membrane
reflectivity as
RM = rM × r∗M, (3.1.9)
with rM = |rM|eiφM a complex quantities, including a phase shift of
the laser radiation. That applies also to TM . In addition notice that
in this case
RM + TM 6= 1 (3.1.10)
















































It should be noticed that in the cradR formula, RML and RMR take
account of the fact that for a multilayer thin film the reflectance on
the left and on the right side are different.
3.1.2 Bolometric/Photothermal force
A bolometric/photothermal force due to the absorbed light should
be also included into the analysis, and following C. Metzger, Ludwig,
et al. 2008 it will be written as:
Fbol = ΛFrad (3.1.12)








Bolometric forces are time retarded due to the finite time response
of thermal conductance τc and different approaches have been intro-
duced to include such time response.











In C. H. Metzger and Karrai 2004; C. Metzger, Favero, et al. 2008 the


























An alternative description of the photo thermal effect was pre-
sented by Marino and Marin: Marino and Marin 2011; Marino and
Marin 2013. That frame is applied to the present scheme by intro-
ducing two different contributions to the ∆xc change of the cavity
length
∆xc = ∆xs +∆xabs (3.1.17)
as represented in fig. 3.2. Here ∆xs is the spring (membrane) thick-
ness modified by the radiation pressure force. ∆xabs is the length
modification produced by the absorption process, with a length in-
crease reported in the experiment by M. Vogel et al. 2003 and in-
stead a length decreased in the experiment by Marino and Marin
2013. Within the model by those authors, the ∆xabs length is modi-








where β represents the strength of the photothermal effect. A positive
sign for β corresponds to the investigation by Vogel et al., while a
negative sign corresponds to the experiment by Marino and Marin.
These authors have pointed out the validity of their model only for
frequencies larger than 1/τc.
3.2 optomechanical main equation
The mechanical motion induces a shift of the optical resonance fre-
quency, which in turn results in a change of circulating light intensity
and, therefore, of the radiation-pressure force acting on the motion.
This kind of feedback loop is known as optomechanical “backaction”.
The finite cavity decay rate κ introduces some retardation between
the motion and the resulting changes of the force, hence the term
“dynamical” backaction.
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Figure 3.2. Description of the membrane, represented by the spring, and the
deposited polymer and silver films, with their total length xabs depending
on the laser intensity because of the photo thermal effect.
We present here the main equation of motion of an optomechanical
system, both from a classical (macroscopic) and quantistic point of
view.
3.2.1 Macroscopic approach
Under the application of a force F , the membrane equation of mo-










where γM is the mechanical damping coefficient of the membrane,
ΩM the natural oscillation frequency and m the mass. Introducing
the dimensionless quantity X of eq. (1.3.30), the time dependences of



































)2 kcradi P0mc(κτ)2 (3.2.4)
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)2 kcradi P0Ω2Mmc(κτ)2 . (3.2.5)
Defining the mirror recoil frequency as ΩR = 2
 hκ2
m , the r.h.s member













having introduced the classic driving energy zC. The Xs steady state









We obtain the following third-order equation for the steady state
membrane displacement (aldana:2013):
E3(Xs) = 0 (3.2.8)
where
E3(x) = 4x










The Hamiltonian of the photon-membrane system is written as














where a and a† are the boson operators of the resonant cavity mode
at the cavity frequency ωcav. p and x are the momentum and the
displacement, respectively, from the equilibrium position of the mem-
brane. Hint accounts for the interaction between the cavity mode and
the oscillating membrane
Hint = − hga
†a∆x (3.2.11)
where g is the coupling constant introduce in eq. (1.3.19).
Because a single photon transfer to the membrane the momentum
|∆p| = 2 hk, the radiation pressure force acted by the whole cavity
photons within the τ = 2L/c cavity round trip time is
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Figure 3.3. Quantum optomechanical cavity. Image from Aspelmeyer, Kippen-
berg, and Marquardt 2014.
with the g optomechanical parameter.
Thus we can write the equations of motion for the cavity mode and












































and we introduce the steady state values αs, α
†
s, ∆xs and ps. These











2 + i(δω+ g∆xs)
αin. (3.2.15)
























































Introducing the mirror recoil frequency ΩR and the dimensionless




























































































Therefore we obtain for the intracavity energy the third-order equa-
















3.2 optomechanical main equation 39
3.2.3 Comparing classical and quantum treatments
The quantum force can be derived from eqs. (3.2.12) and (3.2.16)
































)2 P0c . (3.2.29)






























The coupling between the vibrational degree of freedom and the
cavity mode enables the manipulation of the mechanical behaviour.
We now show how this coupling is used to either excite or dampen
the vibrations of the cavity mirror.
From a classical point of view, the photoinduced force is what dis-
places the movable mirror (membrane) from the equilibrium, and this
force is proportional to the light field intensity. Then the force on the
membrane is a function of the mirror displacement, just as the field
intensity is. The thick blue line in fig. 3.4 explain this concept, where
the photoinduced force is illustrated as a function of mirror position
around the cavity resonance. In an experiment one would position
the movable mirror in such a way that the cavity in slightly off reso-
nance while still having a finite transmission, which corresponds to a
finite force on the mirror. If the mirror is positioned on the slope of
the resonance, the small fluctuations of the mirror from this position
will lead to an increase or decrease of the force, due to the changing
photon intensity (Marquardt and Girvin 2009).
However if the fluctuations just led to varying force on the mirror,
no work would necessarily be done; but there is a time lag involved
as well. This means that the system takes some times to react to
a change in configuration (length) due to the finite lifetime of the
photons in the cavity. As the mirror moves the conditions for the light
field in the cavity change, but because of the long lifetime of photons
in the cavity, it takes some time before a new equilibrium can be
achieved. The lifetime is proportional to the finesse of the cavity, and
Figure 3.4. A retardation in the force response time allows to have positive or
negative work and gives rise to optomechanical cooling and heating. Image
from Aspelmeyer, Kippenberg, and Marquardt 2014.
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thus the better the cavity, the more pronounced time lag. If the cavity
length moves closer to the resonance from the outset, the force will
be smaller than "expected" as the cavity field is not quick enough to
respond, and likewise when it moves back away from the resonance.
This lag (or viscous behaviour) enables the extraction of work from
the mirror. Depending on which slope the system is kept at, the slope
is of a different sign. This enable both the extraction and injection of
work and we will call them cooling and heating, since the mechanical
mode(s) will be changed in a manner analogous to changing the bulk
temperature of the mirror/membrane. The cooling/heating cycle is
shown in fig. 3.4.
Figure 3.5. Quantum optomechanical cavity cooling.
From a quan-
tum point of view,
fig. 3.5 can help




is valid in the case
of resolved side-
bands (κ  ωM)
and we are using
it in order to sim-
plify the disserta-
tion, but the same
idea can be ap-
plied in the case
of the Doppler regime
(κ  ωM). In
(a) we can see
the typical trans-
mission spectrum
of a fixed Fabry-
Pérot cavity, with
pump-laser photons of frequency ωL tuned to a cavity resonance
with no frequency modulation. If now we allowed one of the mir-
ror to oscillate harmonically, image (b), sidebands of equal amplitude
appear at frequencies ωL±ωM, where ωM is the proper mechanical
frequency of the mirror. Each photon in the upper sideband acquires
energy by extracting a phonon from the oscillator, and each photon
in the lower sideband sheds energy by depositing a phonon on the
mirror. Now let us see what happen if we introduce a small detuning
in our cavity: if we red-detune the pump laser, case (c), it is possible
to enhance the upper sideband and thereby cool the oscillating mir-
ror. Otherwise, if we blue-detuned the laser, case (d), we enhance the
lower sideband and amplifies the mirror oscillations, that is heating.
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Finally we want to remember that beyond the dynamical backac-
tion, another cooling effect exists, known as optical feedback cooling. A
comparison of the two effects can be found in Genes et al. 2008.
3.3.2 Effective frequency and decay rate
Following C. H. Metzger and Karrai 2004; C. Metzger, Favero, et
al. 2008; Rasmussen 2013, it is possible to demonstrate that one of
the consequence of the optomechanical cooling is to change both
the proper frequency and damping rate of the movable mirror/mem-
brane, when the laser-pump power is changed. If use the eq. (3.1.15)
to express the photothermal force, the effective damping and spring






















whereω20 = K/m is the lowest vibrational resonance of the membrane
in the absence of light in the cavity, QM = ω0/γM is the mechanical
quality factor and γM is the intrinsic mechanical decay rate.
Using the previous formulas it is also possible to calculate an effec-
tive temperature for the resonance mode that has been cooled. If T is





3.3.3 Differences between radiation pressure and photothermal cool-ing
An important difference appear both in our experiment (see sec-
tion 5.3) and in the experiment of Usami et al., between radiation
pressure and photothermal cooling. As we described in the previous
sections, the radiation pressure cooling is verified in the case of red
detuning of the optical cavity. Instead, for the photothermal force this
effect appear on the blue-detuning side. This interchange in the role
of the detuning has been interpreted as follow: while the radiation
pressure force push the membrane toward the external side of the cav-
ity, and so tend to increase the cavity length, the photothermal effect
may cause a dilation of the coating of the membrane which may tend
to reduce the cavity length, producing the observed swap behaviour.
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3.4 nonlinear dynamics
3.4.1 Classical nonlinear dynamics
Let us consider for a moment what happen to γeffM if we now
change the sign of the detuning. As well described in C. H. Met-
zger and Karrai 2004, is possible to find an appropriate combination
of QM, τ and ∇F that nulls the effective damping and even makes
it negative. When such a situation is reached, the membrane is no
longer damped and the thermal fluctuations are strong enough to set
it into a mode of self-oscillation. For sufficiently high laser power, the
same behaviour happens for the detuning on the cool side, imposing
a threshold on the cooling effect that is possible to achieve.
3.4.2 Quantum nonlinear dynamics
Using the quantum force of eq. (3.2.12) the equations of motion for























































using the |α|2 normalized to the maximum cavity photon number at

















Marquardt, Harris, and Girvin pointed out that the nonlinear dynam-


































From eq. (3.4.3) we obtain that in the linear regime the optomechanics





























3.4.3 Marino-Marin approach for the photothermal effect















where τc is the photothermal time constant, and βmeasure the strength
of the photothermal effect in units of the dimensionless intracavity
photon number.
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Figure 3.6. Description of the membrane, represented by the spring, and the
deposited polymer and silver films, with their total length xabs depending
on the laser intensity because of the photo thermal effect.









we arrive to two separate third-order equations similar to those de-







































MM = 0 (3.4.21)
where the term with δ, that defines the bistability domain presented
in section 3.5, has an opposite sign.
46 optomechanics
3.5 bistability
The equation for E3(x)
E3(x) = 4x







can have three real roots only if i) the detuning y is negative and
in absolute value larger than some threshold value y˜, ii) the driving
power exceeds the threshold value z˜, (Risken et al. 1987; K. Vogel and
Risken 1989; Fabre et al. 1994; Mancini and Tombesi 1994), i.e.,











Instead the equation for E3(x)
E3(x) = 4x







can have three real roots only if i) the detuning y is positive and larger
than the above threshold value y˜, ii) the driving power exceeds the
threshold value z˜. In addition, the three roots are real only if
z−(y) < z < z+(y) (3.5.5)
where
z±(y) =
y(y2 + 94)± (y2 − 34)3/2
27
. (3.5.6)
The region in (y,x) parameter space where eqs. (3.5.3) and (3.5.5)
are satisfied is limited by the z−(y) and z+(y) lines. In this region the
three solutions satisfy x1 < x− < x2 < x+ < x3, where x± are found












The x2 middle branch of the xy dependence is an unstable solution.
Therefore, for radiation pressure force with a positive crad coeffi-
cient the optical bistability can only be found for
δ < −y˜κ, (3.5.8)
i.e., for red detuned driving frequencies. This regime applies also to
the experiment by M. Vogel et al. 2003, where the photothermal forces
produce forces opposing the mechanical restoring forces. It applies
also for the Marino-Marin model of negative optothermal forces in
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The region of the (z, δ) plane corresponding to the bistable response
is reported in fig. 3.7a. Output plots of the |αs|2 or Xs variables ver-
sus the z parameter proportional to the input power are reported in
fig. 3.7b for different δ values.
Instead in the opposite case of negative radiation pressure forces,






the optical bistability takes place at positive detunings
δ > y˜κ (3.5.11)
The region of the (z, δ) plane corresponding to the bistable response
is reported in fig. 3.8a. Output plots of the |αs|2 or Xs variables versus
δ are reported in fig. 3.8b for different z values.
In Marino and Marin 2013 the authors have noticed the presence
of regime with a time dependence of the transmitted laser inten-
sity, with oscillation frequency around 20 KHz for red detuning and
around the mechanical oscillation frequency for blue detuning.
(a) (b)
Figure 3.7. (colour online) Bistabilities at negative (red side) detunings, associ-
ated to positive forces produced by either radiation pressure or photother-
mal response, and also their combination. In (a) bistability region in the
(z, δ) plane, limited by the z+(δ) and z−(δ) curves. In (b) plots of xs vs z
for different values of the δ parameter.
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(a) (b)
Figure 3.8. (colour online) Bistabilities at positive (blue side) detunings, associ-
ated to positive forces produced by either radiation pressure or photother-
mal response, and also their combination. In (a) bistability region in the
(z, δ) plane limited by the z+(δ) and z−(δ) curves, a reflection of fig. 3.7a on
the δ = 0 axis. In (b) plots of xs vs δ for different values of the z parameter,
below and above the bistability threshold value z˜ = 0.0962.
4 EXPER IMENTAL SETUP
In this chapter we give an overview of the experimental apparatus:
we describe the different instruments we used in the realization of
our system, we present the most important measurement technique
we made use of and we analyse the main difficulties we had to face.
4.1 design and setup of the experiment
We discuss here the design and build up of the different parts of
the experiment. We start with the description of the four laser spec-
ifications, operative parameters and setup. We then illustrate the re-
alization of the optical paths and the choices we made to optimize
the laser beams. The optical cavity is then characterized in full detail.
Finally we provide some informations about the acusto-optic modu-
lator, that we used to modulate the amplitude power and frequency
of the infrared laser, and about the vacuum chamber assembly and
operation.
4.1.1 Lasers operation
In our experiment four different lasers has been used: two infrared
780nm lasers in a master-slave configuration and a blue 405nm laser
for the pump beam; a red 632nm He-Ne laser for the probe beam.
The three pump lasers are all laser diode and both the infrared master
and the blue laser had been mounted inside a custom-made external
cavity, used for the self-injection, sketched in fig. 4.1.
infrared 780nm : master-slave configuration The infrared
pump beam used to inject the cavity has been obtained using two
infrared laser-diodes, mounted in a standard master-slave configura-
tion (Ricci et al. 1995). The laser master is a Sacher SAL-40 SN235,
operating at ≈ 20 .5◦C at the current of ≈ 70mA (threshold current
≈ 60mA) and with a power emission of ≈ 2mW1. Using the stan-
dard saturated absorption technique (Demtröder 2008), the laser has
been frequency-stabilized on an atomic reference, specifically on the
transitions of the outer valence electron of 87Rb and 85Rb between
the 52S1/2 and the 52P3/2 states. Locking the laser frequency to
1 Note that all this values, as well as for the other lasers, may slightly vary over time,
depending on the room temperature. Sometimes it may also be necessary to adjust
the grating alignment in the external cavity to optimize the laser injection.
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Figure 4.1. Schematics of the mechanical setup of the grating-stabilized diode
laser system. Image from Ricci et al. 1995.
a particular absorption resonance requires creating a feedback loop,
in which an error signal, proportional to the laser detuning from the
desired frequency, is fed back to the laser controller (PZT) to adjust it
accordingly.
The master laser beam is then used to inject the slave laser diode.
This is a DL-7140-201W, working at a temperature of ≈ 20 .7◦C at
the current of ≈ 81mA (threshold current ≈ 58mA). The power
emission is around 30mW , allowing us to work and explore various
power regime of our optomechanical system.
blue 405nm The blue laser is a Mitsubishi ML320-G2 laser diode,
usually operating around 50mA and with a power emission of ≈
30mW . The laser however did not self-inject for all the currents over
the threshold value, but only for certain specific values, extremely
sensitive to the external cavity alignment and to the room tempera-
ture. This makes the cavity injection quite tricky and in the best case
it was not possible to inject the cavity for longer than 20-30 minutes.
Then the current had to be tuned in order to inject the laser again.
red 632nm The probe laser is a commercial 25-LHP-991 He-Ne
laser with a power emission of ≈ 10mW .
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4.1.2 Optical paths
We now want to illustrate the realization of the optical paths of
the laser beams we used in our experiment. The central point to
be considered during the design process of the pump beams, is the
dimension and position of the beam waist with respect to the cav-
ity. In our case we want the beam waist to be located exactly on
the nanomembrane, with infinite radius of curvature. So imposing
w(zM) = w(0) = w0 and R(zM) = ∞ and using eqs. (1.1.5)







(gM + gfm − 2gMgfm)2
. (4.1.1)
Inserting the parameters of our experiment (see next section), L =
25mm, gM = 1 and gfm = 0 .5, the desired values for the beam
waists are wM = 79µm for the infrared laser and wM = 57µm for
the blue one.
Figure 4.2. Optical path of the infrared
pump laser.
pump laser: 780nm In
fig. 4.2 the optical path of the
780nm laser is sketched. As
we can see, we used three
different telescopes: the first
(L1 and L2) was used to re-
duce the beam transverse di-
mension and allows it to pass
through the isolator3; the sec-
ond (L3 and L4) was also used
to modify the beam waist in
such a way that when focused
on the membrane with the
lens L5 its dimension was the
right one. The third telescope
(C1 and C2), built with two
cylindrical lenses, was added
in order to compensate the
astigmatism of the beam. The
result of this work can be seen
in fig. 4.3, where the mea-
sures of the beam waist are re-
ported in function of the dis-
tance from the lens L5 .
The measures have been per-
formed with a beam profiler
2 The suffix M refer to the membrane, the suffix fm refer to the fixed mirror.











































































Figure 4.3. x and y values of the waist dimension of the 780nm pump laser,
both for the right and the left inject configuration, as a function of the dis-
tance from the lens L5. The red points represent the waist measured with
the x, y axis parallel to the axis of the laboratory; the blue ones represent












































































Figure 4.4. x and y values of the waist dimension of the 405nm pump laser,
both for the right and the left inject configuration, as a function of the
distance from the lens L5. The red points represent the waist measured
with the x, y axis parallel to the axis of the laboratory; the blue represent
the values measured with the axis rotated of 45◦.
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and each measure is the average value of ten acquisitions of the sen-
sor. The red points represent the waist values measured with the x,
y axis of the sensor parallel to the axis of the laboratory (remember
that the z axis is the beam propagation axis); the blue points repre-
sent the values measured with the axis rotated of 45◦. The green line
is a fit function of this last data series, calculated using eq. (1.1.5). As
we will describe in section 4.1.3, the cavity can be injected both from
the right and left side, so we repeated the measures for both config-
urations, in order to be sure to inject the cavity with approximately
the same beam. The value for both the x and y axis are reported in
the figure. From this data we can extract various informations: the
beam shape is elliptical, indeed the value of the x and y axis are very
different, as well as measuring the waist with a different orientation
of the axis gives different results. Furthermore the red points clearly
show the presence of more than one minimum, a typical sign of an
astigmatic beam, which we were not able to completely eliminate de-
spite the use of cylindrical lenses. The fit has been performed on the
blue data, were this problem was less evident. The waist dimension
is compatible with the one assumed during the design process.
Figure 4.5. Optical path of the blue
pump laser.
pump laser: 405nm In fig. 4.5
the optical path of the 405nm
laser is sketched. In this case the
first two lenses (l1 and l2) were
again used to reduce the beam
transverse dimension and allow it
to pass through the isolator. In-
stead of using a couple of cylindri-
cal lenses, a pinhole was inserted
in this case in order to change
the beam shape and to make it
as more circularly symmetric as
possible. In this case the power
loss due to the pinhole was not a
problem for our purpose. A third
lenses l3 was finally inserted to
correct the beam waist and obtain
the desired dimension when fo-
cused through the lens L5 . Note
that the lens L5 is the same used
for infrared laser (see fig. 4.8). As
for the infrared laser, in fig. 4.4 it
is possible to see the measure of
the blue laser waist. Unlike the
previous case, now the beam is
much more symmetric; unfortunately the space evolution differs from
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that of an ideal gaussian beam, due to by the diffraction through the
pinhole. Either way the behaviour in the region of our interest and
the reflectivity of the membrane was sufficiently low that this distor-
tion does not represent a problem at this level of our experiment. In
the near future these problems will be overcome using an optical fiber
for both lasers to correct the beam shape. Even for the blue laser the
waist dimension is compatible with that required for the optimal cav-
ity injection. In both cases the mode-matching could be optimized
with the lens L5 , that was mounted on a micrometer translator for
this purpose.
Figure 4.6. Optical path of the red probe
laser.
probe laser: 632nm In
fig. 4.6 is sketched the optical
path of the 632nm red laser.
The optical path was designed
in order to create an optical
lever with an arm of around
one meter (see section 4.3.2).
The lenses `1 and `2 were cho-
sen so that the beam was fo-
cused on the membrane with
a waist dimension of around
50µm: we chose this value to
be the smallest possible with
respect to the membrane (and
so to have the best possible
local resolution), without the
risk of damaging the sample.
The lens `1 was mounted on a
translator along the z axis, so
that it was possible to slightly
vary the waist dimension; the
lens `2 was mounted on an
xy translator, allowing us to
change the impact point of the
laser on the membrane. In fig. 4.7 the waist measure of the probe
laser is shown.
4.1.3 Cavity injection
Multiple optomechanical experiments have been realized to this
day, using very different configuration. A typical cavity optomechan-
ical configuration is the so-called membrane-in-the-middle (MIM) setup,
where an ultra-thin dielectric film is placed between two mirrors of a
high finesse optical cavity (Thompson et al. 2008; Jayich et al. 2008). In
our experiment we decide to start with an easier setup, the hemiconfo-



































Figure 4.7. x and y values of the waist dimension of the 632nm probe laser.
cal configuration, where the membrane is itself one the two mirrors of
the cavity. That allowed us to avoid some technical complications and
to better understand the actual effects of the laser on the membrane.
It is possible to see in fig. 4.8 that we designed our system in order to
be able to inject the cavity both from the side of the membrane and
from the side of the fixed mirror. As shown in eqs. (3.1.6) and (3.1.11),
the radiation pressure force should be different in the two cases and
so with this assembly we tried to observe this difference. The photos
in fig. 4.9 provide an overview of the actual experiment. The main
cavity parameters are reported in table 4.1.
Cavity
Length L0 25 mm
Free Spectral Range FSR 6 GHz
Transit Time τ 0.167 ns
Fixed Mirror Reflectance R1 0.997 −
Membrane
Window Size l× l 1× 1 mm
Frame Size lf × lf 7.5× 7.5 mm
Tensile Stress Si3N4 T < 250 Mpa
Table 4.1. Cavity general parameters.
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Figure 4.8. Pump-probe configuration scheme.
(a)
(b)
Figure 4.9. Photos of the actual experimental setup.
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4.1.4 Vacuum system
The vacuum chamber was designed and realized inside the labo-
ratory: a single-piece hollow aluminium parallelepiped that covered
all the optomechanics cavity. At the beginning of our experiment
we worked mainly in air with the membrane M1, in order to sim-
plify the configuration process of the cavity. In order to eliminate
the air damping and thermal effects, we moved to the high vacuum
regime. A system based on rotative and turbo-molecular pumps cre-
ates a pressure of the order of 10−4 − 10−5mBar, adequate for our
purpose. However, in order to eliminate the mechanical noise intro-
duced by those pumps, we used an ionic pump, whose capacity was
able to keep a stable pressure around 2 · 10−6mBar.
4.2 membrane: experimental characteriza-tion
In this section we want to give some basic informations about the
method we used to perform the reflection and transmission measure-
ments of the membrane. We also give some simple knowledge about
the fabrication process, that has been performed by Dr. Andrea Cam-
poseo of the CNR-Nano in Lecce.
4.2.1 Transmission and reflection measurements
In order to measure the reflectance and transmittance of the mem-
branes (at normal incidence in our case), some precautions should be
mentioned: the measures can be extremely difficult and sensible to
small variations and usually are performed with ad-hoc commercial
instruments. In the present case we used the instrumentation already
available in the laboratory, specifically: a power meter, a thick beam
splitter (VPW42−A, UVFS Vacuum Window 350-700nm) for the blue
laser and a non-polarizing beam splitter cube for the infrared laser.
The measures were performed multiple times to reduce the statistical
errors and the result are reported in table 2.5. In order to maintain
the laser beam properly centred on the membrane, we tried to maxi-
mize and constantly monitor the cavity finesse, in order to keep the
best possible alignment. To make a proper alignment we inserted
the beam splitter on the optical path before aligning the cavity; oth-
erwise the deflection introduced by the beam splitter can be hardly
compensated by other optical elements.
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4.2.2 Active organic molecule functionalized membrane fabrication
The produced samples are made of a dielectric/organic semicon-
ductor/metal multilayer. They are realized starting from a commer-
cial silicon nitrite (Si3N4) membrane produced by Norcada. More
informations about the physical properties of these membranes can
be found in Zwickl et al. 2008. Our membrane are made of a sili-
con frame, 200µm thick and with a plain area of 7.5x7.5mm2. The
actual Si3N4 membrane, with an area of 1mm2 and 50nm or 100nm
thick, is located at the centre of the frame. The realization of the
multilayer follows different steps: i) membrane cleaning; ii) thermal
evaporation of the organic layer; iii) evaporation deposition of the
thin metal film. In order to produce the final samples, the dielectric
membranes are treated with an appropriate solvent, used to elim-
inate all possible contamination on the surface. Then, a nitrogen
flow is used to dry them. The next step consists of the deposition
of the organic semiconductor, followed by that of the silver layer.
The whole deposition is performed by thermal evaporation inside
an ultra-high vacuum chamber. The apparatus allows the subsequent
deposition of both metal film and organic material, inside the same
chamber (system PVD 75, Kurt J. Lesker). Before the deposition of
the multilayer, a thickness calibration of the instrument is needed:
this is done by evaporating simultaneously different layers and then
analysing the produced layer with a profilometer. In our case, a layer
of tris(8-hydroxyquinolinato)aluminium (Alq3) 20nm thick was de-
posited, followed by a 60nm silver layer.
An investigation on the optical properties of organic material can
be found in Choy and Fong 2008. In fig. 4.10 A typical absorption




















Figure 4.10. Absorption spectrum of the organic semiconductorAlq3. Courtesy
A. Camposeo, CNR-Nano Lecce.
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4.3 measurement techniques
We now illustrate the typical techniques we used in our experiment,
to analyse the signal transmitted through the cavity and measure the
optomechanical signal and the subsequent effects, such as the op-
tomechanical cooling and non-linear dynamics.
4.3.1 Cavity transmission
The most common way we used to extract informations from the
system was to directly measure the signal transmitted through the
cavity. This first of all allowed us to analyse the resonances of the op-
tical cavity, to optimize the alignment of the system and to measure
its finesse (eq. (1.2.7)). Using this value and eq. (1.3.8) is then possible
to obtain an indirect measure of the membrane reflectance. Measur-
ing the distance between the transverse mode, it is also possible to
check if the distance between the fixed mirror and the membrane is
correct or not, as we will see in section 5.1. Another important infor-
mation that in theory can be extracted with this technique concerns
the vibrational frequencies of the membrane: the transmission signal
indeed is modulated because of the Brownian motion of the mem-
brane and analysing the signal with a fast-fourier transform (FFT) we
should be able to find and separate the different components of the
membrane vibrations.
Using the equipartition theorem we can write for a general har-










where T is the temperature of the thermal bath and K is the total
spring constant of the mechanical system. From this equation is then
possible to obtain the average value of the displacement of the mem-






For a clamped membrane it is also possible to show (Thompson et al.
2008) that the effective motional mass is m = mphys/4. Inserting the
values of our experiment and supposing a fundamental mechanical
frequency around 100kHz, an average value of the displacement of
few picometer is found. Unfortunately neither with the photodiodes
we used (commercial DET-36A and DET-100A) nor with the optical
lever method (see section 5.2) we got enough sensitivity to measure
this very low level fluctuations and so we were not able to measure
directly the proper frequency of the membrane.
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We mention here that using the Airy function eq. (1.3.4) to fit the
transmission signals for the (fundamental) mode of the membrane,
we derived the membranes reflectivity. As examples of this analysis
fig. 4.11 reports the calculations of the expected power outputs from
the membrane M2 and M3. The red line represents the output signal
when the cavity is injected by the infrared laser; the blue line instead
when the blue laser is used.






































Figure 4.11. Transmission power of the membrane M2 and M3 calculated with
the Airy function. The red line represents the signal when the cavity is
injected by the infrared laser. The blue line when the cavity is injected by
the blue laser.
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4.3.2 Reflection amplitude
The most important method used to characterize the mechanical
mode and the thermal deformation of the membrane consists of the
detection of an incident laser probe beam and reflected on the system
at a given angle, using for the purpose a split diode. In our case
we used a 632nm He-Ne laser as shown in fig. 4.6. The detection
is made by a four quadrant photodiode (QP50-6-18U-SD2), with its
axes parallel to that of the membrane. The lens focusing the beam was
mounted on a XY shifter, so that it was possible to change the incident
point on the membrane. The distance between the membrane and
the detector is 85.4cm, with a f = 100mm lens at 6.8cm from the
photodiode so that the light is not clipped on the edge of it. The angle
relative to the normal is ≈ 57◦. This method allows us to be very
sensitive to small changes of angle of the membrane, but at the same
time it is not very sensitive for small displacements: this means that
we are much more sensitive to membrane vibration modes that have
a node at the probe position, than to a mode like the fundamental
one (if the probe beam is hitting the membrane close to the centre).
To link the output signal of the photodiode to the effective defor-
mation of the membrane, we need a quantitative analysis. Let’s first
calculate, for a fixed incident point, the displacement on the detector
due to an angle variation of the membrane of amplitude θ. Starting
from fig. 4.12a, it can be easily deduced that we can write
∆x1 = L tan(2θ) (4.3.3)
where L is the length of the arm of the lever.
The second case we consider is when we change also the position of
the incident point. For a given incident angle α and a variation θ,





(a) Fixed incident point (b) Different incident point
Figure 4.12. Displacement of the probe beam.
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with L0 = 6.5cm the distance between the last lens of the telescope
and the membrane. So in this case we got
∆x1 = ∆x cos(α) + L tan(2θ) (4.3.5)
The last contribution we must take into account is that of the vacuum
window: a laser beam that passes through it is displaced of a quantity














where D is the thickness of the windows and n1 = 1.46 its refractive
index. So for the first case we considered we must add a contribution
due to the window equal to d(α) − d(α− θ); in the second case the
double of this quantity (because we must consider two consecutive
passages through the window).
We now need to calibrate our instrument. We did this in two dif-
ferent ways: the first method is to fix an incident point on the mem-
brane and then vary the position of the photodiode by means of a
micrometer. So we found for the Left-Right signal a proportional-
ity coefficient χ = 0.30± 0.05mV/µm and for the Top-Bottom signal
0.35± 0.05mV/µm. Note that the He-Ne laser beam power is fixed.









∆s = (4± 1) · 10−6mV−1 ·∆s (4.3.7)
with ∆s the output signal of the detector expressed in mV .
The second method is to maintain the split diode in a fixed position
and to change the incident point on the membrane (by a small angle,
so that we do not get out the detector). In this case, the proportion-
Figure 4.13. Displacement of the probe beam caused by the vacuum window.
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ality coefficient was χ ′ = 1.5± 0.1mV/µm for both the LR and TB




≈ 2.14 · 10
3µm
1.75 · 10−2rad∆θ (4.3.8)
∆θ =
1.75 · 10−2rad





∆s = (5.5±1) ·10−6mV−1 ·∆s
(4.3.9)
The results we obtain are compatible with each other.
Once we have calibrated our instrument, we were able to quantita-
tively connect the output signal of our slit-photodiode to an effective
change of angle of the membrane. More precisely, we are able to
collect information about the angle of the tangent plane to the mem-
brane in the incident point of the probe laser. Repeating this measure
in different points of the membrane allow us to reconstruct the deriva-
tive of the membrane displacement with respect to the displacement
of the probe beam.
4.3.3 Lock-in measurement
To improve the sensitivity of our measurement of the membrane
oscillations, we process the probe signal with a high-pass filter (Stan-
ford SR-560), in order to remove the low frequency component (under
1 or 10kHz). The output was then sent to a lock-in amplifier (Stanford
SR-844): modulating the pump laser power with an acousto-optic
modulator (AOM) at different frequencies we were able to identify
the fundamental mode to be ≈ 78kHz. It was possible to observe also
higher modes (for example around 150kHz), but the results were not
always reproducible.
The acousto-optic modulator we used is a AOMO − 3080 − 122,
with a central frequency of 80MHz. Such a system utilize the fact that
an acoustic standing wave can be generated inside crystals through
an RF electric field. Light transmitted through such a standing wave
sees a periodic density grating and is diffracted. The diffracted beam
is shifted in frequency by the modulation frequency. The intensity
of the diffracted beam can also be change by changing the RF power.
In our experiment we usually work not with the diffracted mode 1,
but with the fundamental mode 0, in order not to misalign the pump
laser.
4.3.4 Ringdown measurement
Together with the lock-in measurement, the ringdown technique
has been used to demonstrate the optomechanical cooling of the mem-
brane (see section 5.3). Again the pump intensity was modulated at
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a frequency resonant with the membrane mode to be excited. When
the intensity modulation is abruptly stopped, the enhanced oscilla-
tion produced by the coherent excitation of the harmonic vibration
decays with an exponential behaviour following the decay rate γM.
This measurement denoted as ringdown can be seen in fig. 4.14. The
red signal is the direct cavity transmission and it is possible to see
that the intensity modulation is very low, indeed the signal does not
change when the modulation is switched on/off (black line). The
blue signal is the lock-in output, whose exponential decay allows us
to measure the value of γM. The QM parameter of the membrane





Figure 4.14. Example of a ringdown measurement. The pulse of the black trace
denotes the switching on/off of the modulation intensity The red plot
reports the direct observation of the cavity transmitted signal. The blue
reports instead the output measured through the lock-in detection.
5 EXPER IMENTAL RESULTS
In this chapter we present the main result we obtained in our ex-
periment, starting from the analysis of the cavity mode and of the
optomechanical signal, showing evidence of the optomechanical cool-
ing of the fundamental mode of the membrane and concluding with
the study of non-linear dynamics and bistability effects.
5.1 cavity transmission and transverse modes
Setting up our experiment, the first thing we had to understand
and to analyse (once we were able to inject the cavity) was the be-
haviour of the cavity itself and its optical modes (axial and trans-
verse). This first analysis was performed using the membrane M1 in
air, with laser power up to 9− 10mW: indeed, only when we started
working in vacuum we found out that such power could damage the
membrane. With the membranes M2 and M3 the maximum used
power was 1mW.
Figure 5.1 reporting the cavity transmission provides direct infor-
mation on the cavity behaviour. The measures were performed in-
jecting the cavity with the infrared laser, with a power intensity of
P = 6.46mW; the cavity length was set to the optimal value of L =
25mm. The first image present a typical output of the transmitted sig-
nal through the cavity (as described in sections 1.2.2 and 1.2.3) when
the cavity length is scanned using the piezoelectric. It is possible to
identify two subsequent axial modes and the first transverse modes,
equally spaced by a quarter of the free spectral range, as expected.
The second and third image represent the same output signal, with
a slightly different alignment: while in the first case the alignment
was good but not optimal (in order to show the transverse modes),
in the second image the cavity was intentionally misaligned, which
means a significantly reduction of the cavity finesse and of the ratio
between the fundamental mode and the transverse modes. The third
image shows the best possible alignment we were able to achieve in
this case: the transverse modes are nearly absent, except for the W
mode that we described in section 1.2.4, proof of an imperfect mode-
matching caused by the partially wrong dimension of the beam waist,
as we saw in the previous chapter. In appendix B it is possible to
find a more complete set of data: fig. B.2 represent the same mea-
sure perform for a different intensity of the pump laser. Figures B.3
and B.4 show what happens if the cavity length is longer or shorter
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than necessary: the transverse modes are always equally spaced but


















































































































Modi trasversi in una cavità emiconfocale, con L=25.0mm e P=6.46mW.
E' possibile notare l'asimmetria dei picchi, dovuta alla pressione di radiazione.
Si vede inoltre come mediante un opportuno allineamento è possibile minimizzare quasi tutti i modi trasversi,
fatta eccezione per il modo W.
Figure 5.1. Optical cavity transmission signal.
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5.2 optomechanical signal and tomographicreconstruction
In section 4.3.2 we described how to perform the measurement of
an optomechanical signal. We can now see in fig. 5.2 the actual result
of this operation in the case of the membrane M2. In correspondence
of the cavity resonance, the membrane is bent and this deformation
can be revealed with the probe laser. As we can see the four-sector
split photodiode allowed us to measure the deformation both in the
left-right (LR) and in the bottom-top (BT) direction, which may give
different results.
Figure 5.2. Optomechanical probe signal
Before going ahead with our analysis, a fundamental observation
must be done: as we explain in the introduction to this work, the
main goal of our experiment was to observe the different behaviour
of the membrane when the cavity was injected with the infrared or
the blue laser, due to the presence of the polymer coating. Specifi-
cally, we expected to see no optomechanical effect with the 780nm
laser but only with the 405nm. Instead, not only were we able to ob-
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serve an optomechanical effect with both lasers with the membranes
M1 and M3, but we observed the same result with the membrane
M2 (which only has the silver coating). The only membrane where
the effect was absent was the M0 membrane. These observations,
together with the fact that there were no substantial differences be-
tween the optomechanical effect of the infrared and the blue laser, led
us to the conclusion that the silver coating absorbed enough energy
to produce an optomechanical effect and that this effect was much
more intense than that produced by the polymer coating. Given the
injection problem and the low membrane reflectivity with the blue
laser, we decided to focus on the study of the optomechanical effects
injecting the cavity only with the infrared laser.
Our understanding of the optomechanical signal we measured and
of the optomechanical effects we studied constantly evolved while we
improved and optimized the system during my work on this exper-
iment. For example, fig. 5.3 shows one of the first optomechanical
signal we were able to observe with the membrane M1: it is possi-
ble to see that the probe signal exhibits a strongly dependence on the
resonance cavity modes and could also change its sign. Another inter-
esting thing we found studying the behaviour of this membrane was
that changing the scanning frequency of the piezoelectric, changed
the amplitude of the optomechanical signal and that for slow fre-
quencies, around 1Hz (the typical frequency used to scan the cavity
was 10Hz), the signal tends to zero. However, the optomechanical
signal disappeared working with the cavity under vacuum, showing
that the thermal conductivity of air could significantly change the
behaviour of the system.
Figure 5.3. Optomechanical signal for different resonance cavity modes.
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We show in section 4.1.2 that one the improvements we imple-
mented in our design was mounting the lens `2 on an xy transla-
tor. This allowed us to change the impact point of the probe laser on
the membrane and to measure the thermal deformation in different
points. A first example of this test is reported in appendix C: working
with the membrane M1 in air, with a waist dimension of the probe
laser of ≈ 120µm and a power intensity of ≈ 2mW, the optomechan-
ical signal was analysed in five different points of the membrane for
three different power intensities of both the infrared and the blue
laser.
When we started working with the etalon under vacuum, one of
the first things we found out was that power intensity of the pump
laser of the order of 5− 10mW induced permanent deformation on
the membrane: after aligning the system in air, the rotative pump
was switched on and then the transmission signal slowly but clearly
started to decrease and the cavity finesse to get worse. It was not
possible to compensate this effect acting on the alignment of the ex-
ternal optical element; it was necessary to open the system and to
change the alignment of the membrane inside the etalon. But after a
few attempts to reproduce this behaviour, even this method did not
make possible to obtain the original value of the finesse, demonstrat-
ing that the membrane got damaged during the process. For this
reason, when we started to work with the membranes M2 and M3,
the maximum power intensity of the laser pump was set to 1mW.
We also reduced the power intensity of the probe laser to values be-
low 200µW, for the same reason. Reducing the probe beam waist
to 50µm in order to increase the membrane local sensitivity, we pro-
duced a tomographic reconstruction of the membrane deformation.
The result of this process is shown in fig. 5.4, where the optomechan-
ical left-right signal is plotted as a function of the xy position on
the membrane (the plotted surface is an interpolation between the
measured points). As discussed in section 4.3.2, the detected optome-
chanical signal is proportional to the local derivative of the membrane
displacement. Therefore the above signal should be compared to the
membrane deformation associated to different vibration modes. Sup-
posing that the signal is produced by the fundamental mode, we pre-
dict the signal shown in fig. 5.5. While the signal associated to the
M3 membrane (right plot of fig. 5.4) evidences a large contribution by
the fundamental mode, this is not the case of the M2 membrane (left
plot of fig. 5.4). These results show the important role associated to
the operating conditions of the optomechanical device.
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(a) Membrane M2 (b) Membrane M3
Figure 5.4. Tomographic reconstruction.
(a) Fundamental mode (b) First derivative
Figure 5.5. Theoretical membrane deformation.
We conclude this section presenting the estimated value of the
membrane displacement for both the radiation pressure and pho-
tothermal forces. Using eqs. (3.2.30) and (3.4.11), the displacement














where cradi is given by eq. (3.1.11).
Using eq. (4.3.8) instead, it is possible to estimate the displacement
for the photothermal force, where for ∆s has been used the maximum
value that we measured with the split-photodiode. The results and
the parameters we used are shown in tables 5.1 and 5.2. It is worth
noticing that the sensitivity of the optical lever method we used to
reveal the optomechanical signal is of the order of few nanometers.
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780nm 0.363 0.363 0.637 6.1 984
100 270
−0.19 0.004
405nm 0.003 0.003 0.997 (0.8) (7500) −0.012 0.00004
M1
780nm 0.963 0.946 0.008 107.2 56.0
100 900
−0.025 0.10
405nm 0.781 0.404 0.100 6.9 870 −0.385 0.0067
M2
780nm 0.958 0.917 0.013 70.4 85.2
100 870
−0.039 0.067
405nm 0.817 0.808 0.066 29.0 207 −0.056 0.027
M3
780nm 0.951 0.875 0.018 46.0 130
78 765
−0.062 0.044
405nm 0.864 0.802 0.033 28.1 214 −0.086 0.026
Table 5.1. Theoretical parameters used to calculate the optomechanical dis-
placements. The value of the fundamental frequency of the membrane
M0,M1 and M2 is an estimated one, because we were unable to directly
measure it.
Membrane
∆xRs (nm) ∆xLs (nm)
Theo Exp Λ Theo Exp Λ
M0
780nm −0.0036 − − 0.00007 − −
405nm −0.00003 − − 1 · 10−7 − −
M1
780nm −0.0025 0.6 240 0.010 − −
405nm −0.0025 0.2 80 0.00004 − −
M2
780nm −0.0027 6.2 2296 0.0046 − −
405nm −0.0016 8.0 5000 0.0008 − −
M3
780nm −0.0032 1.8 563 0.0022 1.9 864
405nm −0.0027 1.9 703 0.0008 − −
Table 5.2. Experimental and theoretical results for the optomechanical displace-
ments in nm. All data are scaled to an input power of 1mW by supposing a
linear dependence on the power. The theoretical estimates are based on the
parameters reported in table 5.1.
72 experimental results
5.3 optomechanical cooling
Optomechanical cavity cooling is one of the most important and
interesting effect that can be studied in an optomechanical system,
used to cool it down and potentially allow it to enter the quantum
regime1, as we explain in section 3.3.
Experimentally, the cooling effect can be observed in different ways
and with different methods. We have carefully examined the tools
applied in the experiment by Usami et al. 2012 in order to test our
cooling results. The most straight-forward method is to observe di-
rectly the membrane thermal displacement, to be reduced following
the membrane cooling. However, the amplitude of the thermal os-
cillation is in the range of picometers, while the sensitivity of our
apparatus is in the range of few nanometers. Therefore we could not
perform this direct test. Equations (3.3.1) and (3.3.2) evidence that
the optomechanical cooling changes the effective damping rate and
proper frequency of the membrane, as investigated by Usami et al.
2012. We reproduced these results, using the lock-in and ringdown
technique that we previously described in sections 4.3.3 and 4.3.4.
Typical outputs of the lock-in signal are shown in figs. 5.6 and 5.7.
The first image represents the lock-in signal (both the modulus and
the phase) as a function of the frequency modulation of the laser
pump power; this modulation frequency was changed starting from
a value 10Hz lower than the resonant one, up to a value 10Hz higher.
The modulation of power intensity is about 10% of the average value
Pin = 30± 5µW. Within the plots the cavity transmission is added
for completeness. This measurement was repeated for three different
values of the cavity detuning: ∆ ≈ ±13ωcav and ∆ ≈ 0. Both the trans-
mission signal and the lock-in signal show a sort of oscillation/insta-
bility when the cavity is detuned on the red side. This behaviour
was interpreted as an heating effect. Instead, this response is absent
with the cavity detuned on the blue side, that indeed represents the
cooling side. This interpretation is confirmed also by the analysis of
fig. 5.7, where the same measure has been performed for an higher
cavity input power, Pin = 480± 5µW. As we will explain in the next
section, for Pin > 50µW the system shows a non-linear dynamics
and enters in a self-oscillation regime when blue-detuned: in our pic-
ture the system exhibits a strong resonance when blue-detuned, that
is nearly absent when red-detuned (observe for example the phase
signal). It must be noticed that now the resonant peak is much wider
with respect to the low power case: in order to be able to cover fully
the resonant peak we frequency-modulated the laser intensity from a
value 100Hz lower than the resonant one, up to a value 100Hz higher.
1 The same effect can be use to heat the system and in some cases enter in the strong
oscillation regime, which is then used to create entanglement (Gröblacher 2012).
5.3 optomechanical cooling 73
Figure 5.6. Lock-in measurements with Pin = 30± 5µW pump power. The red
line is the cavity transmission. The green and cyan lines are respectively
the modulus and the phase of the lock-in output. The yellow line reports
the voltage applied to drive the pump laser frequency modulation around
the cavity resonance value.
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Figure 5.7. Lock-in measurements with Pin = 480± 5µW pump power. The
red line is the cavity transmission. he green and cyan lines are respectively
the modulus and the phase of the lock-in output. The yellow line reports
the voltage applied to drive the pump laser frequency modulation around
the cavity resonance value.
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Once we understood the lock-in signal, we performed this measure
for three different input laser power and the results are reported in
fig. 5.8. As well as in the experiment of Usami et al., also in the
present case the resonance frequency exhibits a shift towards lower
values when the laser power is increased, as expected in the case of
optomechanical cooling.
Figure 5.8. Transmission and lock-in signal (modulus and phase, respectively)
for three different cavity pump laser powers. The errors of the three values
of the laser is ±10%.
Performing a ringdown measurement of the damping rate of the
membrane (as described in section 4.3.4) for different input laser pow-
ers, again we were able to obtain a result compatible with that of Us-
ami et al. Looking at fig. 5.9, where we plot the value of the damping
rate (obtaiedn from the fit of the ringdown measures) as a function
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of the laser power, we can see that this is an increasing function of
the pump power. We also report the values of the fundamental mode
frequency that can be obtained from fig. 5.8.
Figure 5.9. Damping rate (red) and fundamental mode frequency (blue) of the
membrane in function of the cavity input power. The points in the figure
are the result of single measures and the errors are that of the fit function.
Finally, using eq. (3.3.3) we were able to estimate a cooling effect
of the fundamental mode of the membrane of ≈ 60◦C, as shown in
fig. 5.10. The value of the γ0 parameter has been calculated as the
intercept of a linear fit of the damping rate measures.
Figure 5.10. Effective temperature of the fundamental mode of the membrane.
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5.4 non-linear dynamics and self-oscillation
A slightly variation of the system parameters can result in very
different behaviour of the systems itself. One interesting example is
illustrated in figs. 5.11 and 5.12: starting with a typical transmission
signal of the cavity fundamental mode and reducing the frequency
of the cavity scanning through the piezoelectric, led the system to a
non-linear dynamics regime for cavity input power over 50µW. The
analysis of the probe signal with a fast-fourier transform (FFT) reveals
the presence of a strong component at the frequency of 77.8± 0.8kHz,
that we interpreted as the membrane entering in a self-oscillation
regime at the fundamental mechanical mode. The transmission sig-
nal is different if the cavity is scanned from blue to red detuning
or vice versa: coming from the blue side, the cooling effect prevents
the system from immediately enter in self-oscillation, originating the
double-peak structure. Note that the two peaks do not have the same
amplitude, on the contrary for slower frequency the first one (the one
towards the blue detuning) is smaller than the second one. We were
able to find some similar examples of this behaviour in literature, see
for example C. Metzger, Ludwig, et al. 2008; Marino and Marin 2013.
Figure 5.11. Cavity transmission and probe signal (LR) for different values of
the scanning frequency of the piezoelectric. On the left side the cavity
is scan from blue to red detuning. On the right side from red to blue.
λ = 780nm, Pin = 1, 05± 0, 01mW
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Figure 5.12. Evidence of the self-oscillation regime. λ = 780nm, Pin = 1, 05±
0, 01mW
Finally we tested more carefully the system temporal evolution. We
generate a custom signal that we send to the piezoelectric: the first
part of the signal scans the cavity from blue to red detuning (or vice
versa), generating a reference signal; the second part repeats the scan
but stops in a specific point of the peak that we can control, leav-
ing the system free to evolve. The results are reported in figs. 5.13
and 5.14, where we can see that, if the system is blue-detuned far
from the resonance, after a certain time it tends to enter in the self-
oscillation regime. Instead if the system is red-detuned it does not en-
ter in the self-oscillation regime but the transmission signal presents
different instabilities, probably due to the heating effect.
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Figure 5.13. System temporal evolution for different values of the detuning.
The scan is performed from blue to red detuning. λ = 780nm, Pin =
1, 03± 0, 01mW
80 experimental results
Figure 5.14. System temporal evolution for different values of the detuning.
The scan is performed from red to blue detuning. λ = 780nm, Pin =
1, 03± 0, 01mW
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5.5 bistability
We want to conclude this chapter showing the experimental evi-
dence of optical bistability we were able to observe with the mem-
brane M1. Within the oscilloscope records reported appendix B or
appendix C, it is possible to notice that, for injection with a high
power pump laser, the transmission signal is non-symmetric and in
particular it is very different when we scan the cavity in different
directions. If we plot together the transmission signal for three dif-
ferent laser powers, we obtain fig. 5.15, that is very similar to what
we calculated in section 3.5. Note that working with this laser inten-
sity damaged the membrane, so unfortunately we were not able to
investigate any further this aspect, not even we tried to test it with
the other samples.
Figure 5.15. Optical bistability for three different laser power. λ = 780nm

SUMMARY
The field of optomechanics has been thriving in the last years. Among
the possibilities for optomechanics are the use of optomechanical sys-
tem for ultrasensitive measurement of displacements, forces and ac-
celerations, gravitational wave detector for indication of ripples in the
space-time, but also the possibility of making a macro/mesoscopic
mechanical system showing quantum behaviour.
In this work we discussed the design and realization of a cavity
optomechanical system, setting up an hemiconfocal cavity where the
movable mirror was a polymer coated nanomembrane and the sys-
tem parameters were chosen to take advantage of the photothermal
force over the radiation pressure force. Injecting the cavity with two
lasers with different wavelength, respectively an infrared and a blue
laser which correspond to different absorption rate of the organic
semiconductor layer, we tried to exploit the different contributions to
the optomechanical effects of the Frenkel excitons. Unfortunately, the
energy absorbed by the silver coating, that was added in order to in-
crease the membrane reflectivity, was enough to generate an optome-
chanical effect, which dominates over that of the polymer. Despite
this problem and injecting the cavity only with the infrared laser, we
were able to observe several interesting optomechanical effects, such
as optical bistability, dynamical backaction cooling and non-linear dy-
namics (self-oscillation). A theoretical and experimental study of the
reflection and transmission properties of the nanomembrane is also
presented, in order to better understand the behaviour of the mem-






Mass mM0 270 ng
Volume VM0 1 · 10−7 cm3









R = 40.5% R = 39.0%
T = 57.5% T = 56.5%
Finesse (Exp)
Right F = 6.5

















R = 1.8% R = 2.3%












Natural Oscillation Freq. ΩM/2pi 100(?) kHz











Composition Si3N4(100nm) −Alq3(20nm) −Ag(60nm)
Mass mM1 900 ng
Volume VM1 1.8 · 10−7 cm3





(Ag−Alq3 − Si3N4) (Si3N4 −Alq3 −Ag)
Teo
R = 96.3% R = 94.6%
T = 0.8%
Exp
R = 88.7% R = 83.7%
T = 3.42% T = 3.26%
Finesse (Exp)
Right F = 52 F = 36













(Ag−Alq3 − Si3N4) (Si3N4 −Alq3 −Ag)
Teo
R = 78.1% R = 40.4%
T = 10.0%
Exp
R = 32.8% R = 17.8%
T = 30.1% T = 27.0%
Finesse (Exp)
Right F = 8 F = 3









Natural Oscillation Freq. ΩM/2pi 100(?) kHz











Mass mM2 870 ng
Volume VM2 1.6 · 10−7 cm3





(Ag− Si3N4) (Si3N4 −Ag)
Teo
R = 95.8% R = 91.7%
T = 1.3%
Exp
R = 95.3% R = 85.8%
T = 2.1% T = 2.4%
T = 1.8%(Camposeo) −
Finesse (Exp)
Right F = 120 F = 65.7
conf. (R = 95.2%) (R = 91.2%)
Left F = 87.5 F = 70











(Ag− Si3N4) (Si3N4 −Ag)
Teo
R = 81.7% R = 80.8%
T = 6.6%
Exp
R = 58.4% R = 26.9%
T = 19.3% T = 21.9%
T = 5.4%(Camposeo) −
Finesse (Exp)
Right F = 10.9 F = 4.3
conf. (R = 56.5%) (R = 23.9%)
Left F = 10.3 F = 3.6







Natural Oscillation Freq. ΩM/2pi 100(?) kHz










Composition Si3N4(50nm) −Alq3(20nm) −Ag(60nm)
Mass mM3 765 ng
Volume VM3 1.3 · 10−7 cm3





(Ag−Alq3 − Si3N4) (Si3N4 −Alq3 −Ag)
Teo
R = 95.1% R = 87.5%
T = 1.82%
Exp
R = 94.5% R = 79.5%
T = 0.8% T = 0.3%
Finesse (Exp)
Right − F = 77
conf. − (R = 92.4%)
Left − F = 87











(Ag−Alq3 − Si3N4) (Si3N4 −Alq3 −Ag)
Teo
R = 86.4% R = 80.2%
T = 3.3%
Exp
R = 84.3% R = 77.5%
T = 0.6% T = 0.9%
Finesse (Exp)
Right − F = 26
conf. − (R = 78.8%)
Left − F = 29







Natural Oscillation Freq. ΩM/2pi 100(?) kHz





Teo: −2.1(right) 1.5(left) pm
Exp: − nm
Table A.4

















































































































Modi trasversi in una cavità emiconfocale, con L=25.0mm e P=6.46mW.
E' possibile notare l'asimmetria dei picchi, dovuta alla pressione di radiazione.
Si vede inoltre come mediante un opportuno allineamento è possibile minimizzare quasi tutti i modi trasversi,
fatta eccezione per il modo W.
Figure B.1. Optical cavity mode. L = 25mm, P = 6.46mW
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Modi trasversi in una cavità emiconfocale, con L=25.0mm e P=1.76mW.
Rispetto al caso precedente l'asimmetria dei picchi è meno evidante, poichè si è utilizzata una potenza minore.
Anche in questo caso il modo W continua ad essere molto evidente.
Figure B.2. Optical cavity mode. L = 25mm, P = 1.76mW

































































































































Modi trasversi in una cavità emiconfocale, con L=28.4mm e P=1.76mW.
Diminuendo la potenza i picchi risultano maggiormente simmetrici.
Figure B.3. Optical cavity mode. L = 28.4mm, P = 1.76mW






















































































































































Modi trasversi in una cavità emiconfocale, con L=22.2mm e P=1.76mW.
Riducendo la lunghezza della cavità, la distanza tra i picchi diminuisce e si può notare la comparsa
di un quarto picco all'interno del FSR, il quale risulta invece soprapposto al modo principale
per lunghezze ottimali della cavità.
Figure B.4. Optical cavity mode. L = 22.2mm, P = 1.76mW











































































































































Opto Top Left 780nm
Figure C.1. Optomechanical signal - Top Left Corner - Pump:780nm
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Opto Top Left 405nm
Figure C.2. Optomechanical signal - Top Left Corner - Pump:405nm











































































































































Opto Bottom Left 780nm
Figure C.3. Optomechanical signal - Bottom Left Corner - Pump:780nm































































































Opto Bottom Left 405nm
Figure C.4. Optomechanical signal - Bottom Left Corner - Pump:405nm






































































































































Opto Bottom Right 780nm
Figure C.5. Optomechanical signal - Bottom Right Corner - Pump:780nm































































































Opto Bottom Right 405nm
Figure C.6. Optomechanical signal - Bottom Right Corner - Pump:405nm












































































































































Opto Top Right 780nm
Figure C.7. Optomechanical signal - Top Right Corner - Pump:780nm









































































































Opto Top Right 405nm
Figure C.8. Optomechanical signal - Top Right Corner - Pump:405nm










































































































































Figure C.9. Optomechanical signal - Center - Pump:780nm




































































































Figure C.10. Optomechanical signal - Center - Pump:405nm
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